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GENERAL NOTES
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1. INTERPRETATION OF DRAWINGS & SPECIFICATIONS

A. WHERE SPECIFICATIONS HAVE BEEN PREPARED FOR THIS PROJECT, THEY ARE ARRANGED IN
SEVERAL SECTIONS, BUT SUCH SEPARATION SHALL NOT BE CONSIDERED AS THE LIMITS OF THE
WORK REQUIRED OF ANY SEPARATE TRADE. THE TERMS AND CONDITIONS OF SUCH LIMITATIONS
ARE WHOLLY BETWEEN THE CONTRACTOR AND HIS SUBCONTRACTORS.

B. IN GENERAL, THE WORKING DETAILS WILL INDICATE DIMENSIONS, POSITION AND KIND OF
CONSTRUCTION, AND THE SPECIFICATIONS, QUALITIES AND METHODS. ANY WORK INDICATED ON
THE WORKING DETAILS AND NOT MENTIONED IN THE SPECIFICATIONS, OR VICE VERSA, SHALL BE
FURNISHED AS THOUGH FULLY SET FORTH IN BOTH. WORK NOT PARTICULARLY DETAILED,
MARKED OR SPECIFIED, SHALL BE IDENTICAL OR SIMILAR TO LIKE CASES OF CONSTRUCTION
THAT ARE DETAILED, MARKED OR SPECIFIED. IF CONFLICTS OCCUR ON DRAWINGS AND/OR
SPECIFICATIONS, THE MOST EXPENSIVE MATERIALS OR METHODS WILL PREVAIL.

C. SHOULD AN ERROR APPEAR IN THE WORKING DETAILS OR SPECIFICATIONS OR IN WORK DONE
BY OTHERS AFFECTING THIS WORK, THE CONTRACTOR SHALL NOTIFY THE ARCHITECT AT ONCE
AND IN WRITING. IF THE CONTRACTOR PROCEEDS WITH THE WORK SO AFFECTED WITHOUT
HAVING GIVEN SUCH WRITTEN NOTICE AND WITHOUT RECEIVING THE NECESSARY APPROVAL,
DECISION OR INSTRUCTIONS IN WRITING FROM THE OWNER, THEN HE SHALL HAVE NO VALID
CLAIM AGAINST THE OWNER, FOR THE COST OF SO PROCEEDING AND SHALL MAKE GOOD ANY
RESULTING DAMAGE OR DEFECT. NO VERBAL APPROVAL, DECISION, OR INSTRUCTION SHALL BE
VALID OR BE THE BASIS FOR ANY CLAIM AGAINST THE OWNER, ITS OFFICERS, EMPLOYEES OR
AGENTS. THE FOREGOING INCLUDES TYPICAL ERRORS IN THE SPECIFICATIONS OR NOTATIONAL
ERRORS IN THE WORKING DETAILS WHERE THE INTERPRETATION IS DOUBTFUL OR WHERE THE
ERROR IS SUFFICIENTLY APPARENT AS TO PLACE A REASONABLY PRUDENT CONTRACTOR ON
NOTICE THAT, SHOULD HE ELECT TO PROCEED, HE IS DOING SO AT HIS OWN RISK.

2. CONSTRUCTION SHALL CONFORM TO ALL APPLICABLE CODES AND REGULATIONS.

3. SHOP DRAWING NOTE:

A. WHEN NOT ADDRESSED BY DIVISION 1 OF THE SPECIFICATIONS, PAPER FORMAT STRUCTURAL
SHOP DRAWINGS SHALL BE SUBMITTED IN THE FORM OF THREE COPIES MINIMUM OF EACH
SHEET. WHERE SUBMITTALS ARE ELECTRONIC, FORMAT SHALL BE PDF.

B. THE PURPOSE OF SHOP DRAWING SUBMITTALS BY THE CONTRACTOR IS TO DEMONSTRATE TO
THE STRUCTURAL ENGINEER THAT HE UNDERSTANDS THE DESIGN CONCEPT BY INDICATING
WHICH MATERIAL HE INTENDS TO FURNISH AND INSTALL, AND BY DETAILING THE FABRICATION
AND INSTALLATION METHODS HE INTENDS TO USE ON A STAND ALONE SET OF DOCUMENTS.
DUPLICATION OF DESIGN DOCUMENTS FOR THE PURPOSE OF SHOP DRAWINGS IS NOT
ACCEPTABLE.

C. PRIOR TO FABRICATION, SHOP DRAWINGS SHALL BE SUBMITTED FOR REVIEW BY THE
STRUCTURAL ENGINEER. SHOP DRAWING SUBMITTALS SHALL INCLUDE, BUT ARE NOT
NECESSARILY LIMITED TO, STRUCTURAL STEEL, REINFORCING STEEL, & GLUE-LAMINATED BEAMS.

D. PRIOR TO SUBMISSION THE CONTRACTOR SHALL REVIEW ALL SUBMITTALS FOR CONFORMANCE
WITH THE CONTRACT DOCUMENTS AND SHALL STAMP SUBMITTALS AS BEING "REVIEWED FOR
CONFORMANCE".

E. SHOP DRAWING SUBMITTALS PROCESSED BY THE STRUCTURAL ENGINEER ARE NOT CHANGE
ORDERS.

F. ANY DETAIL ON THE SHOP DRAWINGS THAT DEVIATES FROM THE CONTRACT DOCUMENTS
SHALL CLEARLY BE MARKED WITH THE NOTE "THIS IS A CHANGE".

G. SHOP DRAWINGS OR CALCULATIONS SUBMITTED FOR REVIEW THAT REQUIRE RESUBMITTAL
FOR RE-REVIEW SHALL BE BILLED HOURLY FOR SUCH TIME TO THE GENERAL CONTRACTOR.
RE-REVIEW WILL NOT PROCEED WITHOUT WRITTEN APPROVAL FROM THE GENERAL
CONTRACTOR FOR ADDITIONAL ENGINEERING REVIEW SERVICES.

4. SAFETY NOTE:

A. IT IS THE CONTRACTORS RESPONSIBILITY TO COMPLY WITH THE PERTINENT SECTIONS, AS
THEY APPLY TO THIS PROJECT, OF THE "CONSTRUCTION SAFETY ORDERS" ISSUED BY THE
STATE WHERE THE PROJECT IS LOCATED, LATEST EDITION, AND ALL OSHA REQUIREMENTS.

B. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADEQUATE DESIGN AND CONSTRUCTION OF ALL
FORMS AND SHORING REQUIRED. SHORING INDICATIONS (LOCATION, DIRECTION, DURATION,
ETC.) ARE ONLY SHOWN ON THE STRUCTURAL DRWGS WHEN REQUIRED TO IMPLEMENT THE
DESIGN INTENT OF THE FINAL WORK PRODUCT. DETERMINATION WHETHER SHORING IS
REQUIRED FOR TEMPORARY OR INTERMEDIATE CONDITIONS DURING CONSTRUCTION IS WHOLLY
THE RESPONSIBILITY OF THE CONTRACTOR.

C. THE OWNER AND THE STRUCTURAL ENGINEER DO NOT ACCEPT ANY RESPONSIBILITY FOR THE
CONTRACTOR'S FAILURE TO COMPLY WITH THESE REQUIREMENTS.

5. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT AND STRUCTURAL ENGINEER WHERE A CONFLICT OR
DISCREPANCY OCCURS BETWEEN THE STRUCTURAL DRAWINGS AND ANY OTHER PORTION OF THE
CONTRACT DOCUMENTS OR EXISTING FIELD CONDITIONS. SUCH NOTIFICATION SHALL BE GIVEN IN DUE
TIME SO AS NOT TO AFFECT THE CONSTRUCTION SCHEDULE. IN CASE OF A CONFLICT BETWEEN
STRUCTURAL DRAWINGS AND SPECIFICATIONS THE MORE RESTRICTIVE CONDITION SHALL TAKE
PRECEDENCE UNLESS WRITTEN APPROVAL HAS BEEN GIVEN FOR THE LEAST RESTRICTIVE.
CONTRACTOR SHALL VERIFY ALL DIMENSIONS WITH ARCHITECTURAL PRIOR TO COMMENCING ANY
WORK.

6. WHEN CONSTRUCTION ATTACHES TO OR IS WITHIN AN EXISTING BUILDING, A COMPLETE SET OF
DRAWINGS OF THE EXISTING BUILDING SHALL BE KEPT ON THE JOB SITE. CONTRACTOR TO OBTAIN
THESE DRAWINGS FROM THE OWNER (IF THEY ARE AVAILABLE).

7. CONTRACTOR SHALL PROVIDE AN ALLOWANCE EQUAL TO 2% OF THE BID FOR STRUCTURAL STEEL,
MISC. IRON AND REINFORCING STEEL TO BE USED AT THE DISCRETION OF THE STRUCTURAL
ENGINEER. UNUSED AMOUNT TO REVERT TO THE OWNER UPON COMPLETION OF THE JOB.

8. ANY SUBSTITUTIONS FOR STRUCTURAL MEMBERS, HARDWARE OR DETAILS SHALL BE REVIEWED BY
THE ARCHITECT AND STRUCTURAL ENGINEER. SUCH REVIEW WILL BE BILLED ON A TIME AND
MATERIALS BASIS TO THE GENERAL CONTRACTOR WITH NO GUARANTEE THAT THE SUBSTITUTION
WILL BE ALLOWED.

9. DO NOT SCALE DRAWINGS. CONTACT THE ARCHITECT OR STRUCTURAL ENGINEER FOR ANY DIMENSIONS
NOT SHOWN.

10. THESE DRAWINGS ARE NOT COMPLETE UNTIL REVIEWED AND ACCEPTED BY THE ENFORCEMENT AGENCY
AND THE OWNER AND SIGNED BY THE STRUCTURAL ENGINEER.
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DESIGN CRITERIA
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1. CODES AND STANDARDS
2012 INTERNATIONAL BUILDING CODE (IBC)

4. LATERAL LOADS
SEISMIC:

ASCE 7-10 SITECLASS D CS= 0.3265
ACI 318-11 SS=1.959 ; SDS = 1.306
AISC 360-10, 341-10, 358-10 S1=0.827 ;SD1= 0.827
TMS 402-08/ACI 530-11/ASCE 5-11 R=40 ;1= 1.00
TMS 602-08/ACI 530.1-11/ASCE 6-11 Q0=25 ;CD=40
2008 NDS I,=1.0 TYPICAL
2. VERTICAL LOADS I,= 1.5 PER ASCE 7-10 SECT 13.1.3
ROOF LIVE LOAD = 20 PSF OCCUPANCY CATEGORY: |l

SEISMIC DESIGN CATEGORY: D
SEISMIC BASE SHEAR
= 18.1 KIPS (NS DIR))
3. SOILS VALUES = 18.1 KIPS (EWDIR.)
ALLOWABLE SOILS PRESSURE SEISMIC FORCE RESISTING SYSTEM:
A. DL 1500 PSF (E) ORDINARY REINF. CONC. SHEAR
B. DL +LL 1500 PSF WALLS
C. DL + LL + SEISMIC 2000 PSF ANALYSIS PROCEDURE:
FOOTING EQUIVALENT LATERAL FORCE
MINIMUM DEPTH = 18" PROCEDURE
MINIMUM WIDTH = 12" WIND:
BASIC WIND SPEED = 85 MPH (ASD)
= 110 MPH (ULT)

LIVE LOADS ARE REDUCED WHERE
PERMITTED BY CODE.

RISK CATEGORY: Il
EXPOSURE CATEGORY: C
IW =1.0; GCPI = +/-0.18

HILLIARD ARCHITECTS INC. COPYRIGHT

STATEMENT OF STRUCTURAL SPECIAL INSPECTIONS AND TESTING
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10.

SPECIAL INSPECTIONS AND TESTING SHALL BE PROVIDED BY AN INSPECTION AGENCY, EMPLOYED BY
THE OWNER, AND QUALIFIED BY THE BUILDING OFFICIAL TO INSPECT THE PARTICULAR

TYPE OF CONSTRUCTION. TESTS AND INSPECTIONS, AS REQUIRED BY SECTIONS 110, 1704, 1707, AND
1708 OF THE 2009 IBC, SHALL BE PERFORMED DURING CONSTRUCTION ON THE TYPES OF

WORK LISTED BELOW:

INSPECTIONS TESTING
B STEEL CONSTRUCTION SECTION 1704.3 & TABLE 1704.3 SECTION 1708.4
B CONCRETE CONSTRUCTION SECTION 1704.4 & TABLE 1704.4 SECTION 1708.3

SECTION 1704.5 & TABLE 1704.5.1
SECTION 1704.5 & TABLE 1704.5.3

TABLE 1708.1.2
TABLE 1708.1.4

LIMASONRY CONSTRUCTION-LEVEL 1
LIMASONRY CONSTRUCTION-LEVEL 2

[JWOOD CONSTRUCTION SECTION 1704.6
CJHIGH-LOAD DIAPHRAGM SECTION 1704.6.1 -
ESOILS SECTION 1704.7 & TABLE 1704.7 -

SECTION 1704.8 & TABLE 1704.8 -
CJPIER FOUNDATIONS SECTION 1704.9 & TABLE 1704.9 -
B POST-INSTALLED ANCHORS MANUFACTURER'S ICC REPORT -

INSPECTIONS MAY BE CONTINUOUS OR PERIODIC AS ALLOWED BY THE INDIVIDUAL MATERIAL OR
COMPONENT INSPECTION SECTIONS AND TABLES OF SECTION 1704.

THE SPECIAL INSPECTOR SHALL SUBMIT INSPECTION REPORTS TO THE BUILDING OFFICIAL AND THE
DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE. THE REPORTS SHALL INDICATE WHETHER WORK
INSPECTED CONFORMED TO THE CONSTRUCTION DOCUMENTS. ANY DISCREPANCIES SHALL BE
IMMEDIATELY BROUGHT TO THE ATTENTION OF THE CONTRACTOR FOR CORRECTION. IF DISCREPANCIES
ARE NOT CORRECTED, THEY SHALL BE BROUGHT TO THE ATTENTION OF THE BUILDING OFFICIAL AND THE
DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE.

ALL SPECIAL INSPECTION AGENCIES / INDIVIDUALS AND SHOP FABRICATORS SHALL BE APPROVED BY THE
BUILDING OFFICIAL PRIOR TO COMMENCEMENT OF WORK.

TESTING AND INSPECTION RECORDS SHALL BE RETAINED UNTIL COMPLETION OF CONSTRUCTION.

THE CONTRACTOR SHALL SUBMIT A WRITTEN STATEMENT TO THE BUILDING OFFICIAL ACKNOWLEDGING
RESPONSIBILITY FOR CONSTRUCTION OF THE MAIN LATERAL-FORCE RESISTING SYSTEM PRIOR TO
COMMENCEMENT OF THAT WORK AS REQUIRED BY SECTION 1706 OF THE 2009 IBC.

SPECIAL INSPECTIONS FOR SEISMIC AND WIND RESISTANCE SHALL BE CONDUCTED FOR ALL ITEMS
LISTED IN SECTION 1705.3 AND 1705.4 AS APPLICABLE. SPECIAL INSPECTIONS FOR SEISMIC

RESISTANCE SHALL INCLUDE ALL ITEMS IN SECTION 1707. STRUCTURAL TESTING FOR SEISMIC
RESISTANCE SHALL BE IN ACCORDANCE WITH SECTION 1708.

MASONRY CONSTRUCTION LEVEL 1 APPLIES TO STRUCTURES CLASSIFIED AS OCCUPANCY CATEGORY |
ONLY.

ALL SOILS AND FOUNDATION EXCAVATION INSPECTIONS SHALL BE BY THE GEOTECHNICAL

ENGINEER OF RECORD.

FOR TESTING AND INSPECTION REQUIREMENTS FOR NON-STRUCTURAL MATERIALS AND COMPONENTS,
SEE CONSTRUCTION DOCUMENTS AND COMPLY WITH CHAPTER 17 OF THE 2009 IBC.

CJPILE FOUNDATIONS

FOUNDATIONS
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ALL FOUNDATION WORK SHALL BE DONE IN ACCORDANCE WITH THE REQUIREMENTS OF 2009 IBC.

FOUNDATIONS SHALL BEAR ON COMPACTED NATIVE SOIL
SEE NOTES AND DETAILS ON SHEET $1.02

SOIL MUST BE COMPACTED TO A MINIMUM 95% RELATIVE COMPACTION.

THE EXTENT AND DEPTH OF OVEREXCAVATION AND PLACEMENT OF ENGINEERED FILL SHALL AT A
MINIMUM BE AS SHOWN ON THE PLANS.

BOTTOMS OF ALL FOUNDATIONS SHALL BE LEVEL. CHANGES IN BOTTOM OF FOUNDATION ELEVATION
SHALL BE MADE ACCORDING TO STEPPED FOOTING DETAIL ON THE TYPICAL DETAIL SHEET.

THE SURFACE OF ALL HORIZONTAL CONSTRUCTION JOINTS SHALL BE CLEANED & ROUGHENED BY
EXPOSING CLEAN AGGREGATE SOLIDLY EMBEDDED IN MORTAR MATRIX.

NOTIFY THE STRUCTURAL ENGINEER 48 HOURS BEFORE CASTING FOUNDATIONS.
TESTING SHALL BE COMPLETED BY CONTRACTOR-RETAINED THIRD PARTY.

NCRETE

300S
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STRUCTURAL CONCRETE SHALL ATTAIN 28 DAY COMPRESSIVE STRENGTH AS REQUIRED IN NOTE #28.
MAXIMUM SLUMP SHALL NOT EXCEED 4 INCHES.

CONCRETE MIX DESIGNS SHALL BE PREPARED BY A REGISTERED CIVIL ENGINEER, REVIEWED BY
OWNER'S TESTING LABORATORY AND SUBMITTED TO THE STRUCTURAL ENGINEER FOR REVIEW.
CEMENTITIOUS MATERIALS:

CEMENT SHALL CONFORM TO ASTM C-150 TYPE | OR Il

FLY ASH SHALL CONFORM TO ASTM C-618. MAX. QUANTITY OF FLY ASH SHALL BE AS GIVEN IN SPECS
(15% MAX UNO).

. CONCRETE AGGREGATES SHALL CONFORM TO ASTM C-33 FOR NORMAL WEIGHT CONCRETE AND ASTM C-

330 FOR LIGHTWEIGHT CONCRETE.

. NON-SHRINK GROUT OR DRYPACK SHALL CONSIST OF A PREMIXED NONMETALLIC FORMULA.
. REINFORCING STEEL SHALL CONFORM TO ASTM A-615 GRADE 60 FOR #3 AND LARGER, EXCEPT

REINFORCING STEEL TO BE WELDED SHALL CONFORM TO ASTM A-706. CONTRACTOR SHALL SUBMIT
REBAR MILL CERTIFICATES.

. ALL PREHEATING AND WELDING OF REINFORCING BARS SHALL BE DONE IN ACCORDANCE WITH AWS D1.4

LATEST EDITION AND SHALL BE CONTINUOUSLY INSPECTED BY A QUALIFIED LABORATORY. CONTRACTOR
SHALL FURNISH WPS FOR ALL REBAR WELDING TO THE LABORATORY.

. REINFORCING STEEL SHALL BE FABRICATED ACCORDING TO "MANUAL OF STANDARD PRACTICE FOR

REINFORCED CONCRETE CONSTRUCTION".

. WIRE FABRIC SHALL CONFORM TO ASTM A-185.
. DIMENSIONS SHOWN FOR LOCATION OF REINFORCING ARE TO THE FACE OF BARS LISTED AND DENOTE

CLEAR COVERAGE. NON-PRESTRESSED, CAST-IN-PLACE CONCRETE COVERAGE SHALL BE AS
FOLLOWS, UNO:

CONCRETE DEPOSITED DIRECTLY AGAINST GROUND (EXCEPT SLABS)--- 3"

CONCRETE EXPOSED TO GROUND OR WEATHER BUT PLACED IN FORMS:

#5 AND SMALLER 1-1/2"
#6 AND LARGER 2"
BEAMS & COLUMNS (TIES) 1-1/2"
BEAMS & COLUMNS (MAIN REINFORCING)---------------- 2"
CAST-IN-PLACE WALLS (EXTERIOR FACE & SOIL SIDE)--------- SEE ABOVE

CAST-IN-PLACE WALLS (INTERIOR FACE-#11 & SMALLER)------- 3/4"

TILT-UP WALLS SEE DETAILS
SLABS (ON FORMS) 3/4"
SLABS (ON GROUND)-------nmemmemmeeee 2" CLEAR FROM TOP UNO

SPLICES IN CONTINUOUS REINFORCEMENT SHALL BE LAPPED UNO, SEE SCHEDULE THIS SHEET. SPLICES
IN ADJACENT BARS SHALL BE GREATER THAN 5'-0" APART. SPLICE CONTINUOUS BARS IN SOIL-BEARING
GRADE BEAMS, STRUCTURAL SLABS ON GRADE AND MAT FOUNDATIONS AS FOLLOWS UNO: TOP BARS AT
CENTERLINE OF SUPPORT; BOTTOM BARS AT MID-SPAN. SPLICE CONTINUOUS BARS IN ELEVATED SLABS
AND BEAMS, ETC. AS FOLLOWS UNO: TOP BARS AT MID-SPAN; BOTTOM BARS AT CENTERLINE OF
SUPPORT. ALL BARS SIZE #14 AND LARGER SHALL BE CONTINUOUS FOR FULL LENGTH SHOWN OR
SPLICED WITH MECHANICAL COUPLERS AS NOTED IN DETAILS. SPLICES IN WWF SHALL BE 1-1/2 MESHES
WIDE.

THE MINIMUM CLEAR SPACING BETWEEN PARALLEL BARS IN A LAYER SHALL NOT BE LESS THAN THE
LARGER OF BAR DIAMETER, 1", OR 33% GREATER THAN THE MAXIMUM AGGREGATE SIZE (NOMINAL),
WHICHEVER IS GREATEST. THIS REQUIREMENT ALSO APPLIES TO THE CLEAR SPACING BETWEEN
DIFFERENT LAYERS OF PARALLEL BARS AND TO THE CLEAR DISTANCE BETWEEN A CONTACT LAP SPLICE
AND ADJACENT SPLICES OR BARS.

ALL HOOKS SHALL BE STANDARD HOOKS UNLESS OTHERWISE SHOWN OR NOTED. AT WALLS, PROVIDE
HOOKS AT ENDS OF ALL REINFORCING AT ENDS, CORNERS AND INTERSECTIONS, UNO.

CONSTRUCTION JOINTS SHALL BE MADE ROUGH AND ALL LAITANCE REMOVED FROM THE SURFACE.
CONCRETE MAY BE ROUGHENED BY CHIPPING THE ENTIRE SURFACE, SAND BLASTING, OR RAKING THE
SURFACE TO PROVIDE 1/4" DEEP DEFORMATIONS.

REMOVE ALL DEBRIS FROM FORMS BEFORE CASTING ANY CONCRETE.

. REINFORCING, DOWELS, BOLTS, ANCHORS, SLEEVES, ETC. TO BE EMBEDDED IN CONCRETE SHALL BE

SECURELY POSITIONED BEFORE PLACING CONCRETE.

ANCHOR BOLTS (AB'S) CAST IN CONCRETE OR MASONRY FOR WALL SILL AND LEDGER\APPLICATIONS
SHALL BE HEADED BOLTS WITH CUT THREADS CONFORMING TO ASTM A307, UNO. REFER TO "wWOOD"
NOTES FOR ADDITIONAL REQUIREMENTS FOR BOLTS IN CONTACT WITH PRESSURE TREATED OR FIRE
RETARDANT MATERIAL. REFER TO 'STRUCTURAL STEEL' NOTE FOR REQUIREMENTS FOR ANCHOR RODS
(AR'S) CAST IN CONCRETE FOR COLUMN BASE PLATE AND STEEL EMBED APPLICATIONS.

. WALLS SHALL BE CAST IN HORIZONTAL LAYERS OF 2'-0" MAXIMUM DEPTH.
. CONCRETE IN WALLS, PIERS OR COLUMNS SHALL SET AT LEAST 2 HOURS BEFORE PLACING CONCRETE

IN BEAMS, SPANDRELS, OR SLABS SUPPORTED THEREON.

. HORIZONTAL WALL BARS IN MULTI-CURTAIN CAST IN PLACE WALLS SHALL BE STAGGERED.
. DOWEL ALL VERTICAL REINFORCING IN WALLS AND COLUMNS FROM FOUNDATION WITH SAME SIZE BAR.
. CONSOLIDATE CONCRETE PLACED IN FORMS BY MECHANICAL VIBRATING EQUIPMENT SUPPLEMENTED

BY HAND-SPADING, RODDING OR TAMPING. USE EQUIPMENT AND PROCEDURES FOR CONSOLIDATION
OF CONCRETE IN ACCORDANCE WITH THE RECOMMENDED PRACTICES OF ACI 309 TO SUIT THE TYPE OF
CONCRETE AND PROJECT CONDITIONS. CONCRETE SHALL NOT BE DROPPED THROUGH REINFORCING
STEEL (AS IN WALLS) SO AS TO CAUSE SEGREGATION OF AGGREGATES. IN SUCH CASES HOPPERS AND
CHUTES OR TRUNKS OF VARIABLE LENGTHS SHALL BE USED SO THAT THE FREE UNCONFINED FALL OF
CONCRETE SHALL NOT EXCEED 6 FEET.

NO WOOD SPREADERS ALLOWED. NO WOOD STAKES ALLOWED IN AREAS TO BE CONCRETED.
ADDITIONAL REINFORCING IN PRECAST OR TILT-UP PANELS REQUIRED FOR LIFTING STRESSES SHALL
BE SUPPLIED BY CONTRACTOR.

PROVIDE #5 X 4'-0" DIAGONAL REINFORCING AT TOP AND BOTTOM OF SLAB AT ALL RE-ENTRANT
CORNERS TYPICAL. THIS APPLIES TO SLAB ON GRADE, CONCRETE OVER METAL DECK, AND ELEVATED
STRUCTURAL SLAB CONDITIONS.

ALL SAW CUTTING SHALL BE DONE AFTER INITIAL SET HAS OCCURRED TO AVOID TEARING OR DAMAGE
BY THE SAW BLADE, BUT BEFORE INITIAL SHRINKAGE HAS OCCURRED.

NOTIFY STRUCTURAL ENGINEER A MINIMUM OF 48 HOURS BEFORE PLACING ANY CONCRETE.
CONCRETE STRENGTHS & MIX PROPERTIES:

MAX AGGR. MAX W/CM*
ITEM F'C @ 28 DAYS SIZE WEIGHT RATIO
A. FOUNDATIONS, ELEVATOR PITS, 3000 PSI 1-1/2" NW 0.58
TIE BEAMS
B. SLAB ON GRADE 3500 PSI 1" NW 0.45
C. NW CONC FILL OVER MTL DECK 3500 PSI 3/4" NW 0.52
D. SITE AND MISCELLANEOUS - SEE CIVIL OR ARCH'L DRAWINGS NW 0.56

*W/CM = WATER : CEMENTITIOUS MATERIAL RATIO

APPLICABLE TO ALL DRAWINGS U

GENERAL NOTES

LESS NOTED OR SHOWN OTHERWISE

DRILLED-IN ANCHORS
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FOR CONCRETE CONSTRUCTION, EPOXY ANCHORS SHALL BE HILTI HIT-RE 500-SD PER ESR-2322, HILTI
HIT-HY 200 PER ESR-3013 OR SIMPSON SET-XP PER ESR-2508 FOR THR'D ROD & REBAR. EXPANSION
ANCHORS SHALL BE HILTI KB-TZ PER ESR-1917 OR SIMPSON STRONG-BOLT 2 PER ESR-3037. SCREW
ANCHORS SHALL BE HILTI KWIK HUS-EZ (KH-EZ) PER ESR-3027 OR SIMPSON TITEN HD PER ESR-2713.

FOR MASONRY CONSTRUCTION, EPOXY ANCHORS SHALL BE HILTI HIT HY 150 MAX PER ESR-1967 OR
SIMPSON SET PER ESR-1772 FOR THRD'D ROD & REBAR. EXPANSION ANCHORS SHALL BE HILTI KWIK
BOLT 3 (KB3) PER ESR-1385 OR SIMPSON WEDGE-ALL PER ESR-1396. SCREW ANCHORS SHALL BE HILTI
HUS-H PER ESR-2369 OR SIMPSON TITEN HD PER ESR-1056.

ANCHOR TYPE, SIZE & EMBEDMENT SHALL BE INDICATED IN DRAWINGS. POST-INSTALLED ANCHORS FOR
REPAIR SHALL BE EVALUATED ON A CASE BY CASE BASIS. NOTIFY STRUCTURAL ENGINEER FOR REPAIRS.
ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS GIVEN IN THE ICC REPORT.
UNLESS NOTED OTHERWISE ANCHORS HAVE BEEN DESIGNED FOR SPECIAL INSPECTION. PROVIDE
SPECIAL INSPECTION AS INDICATED IN THE ICC REPORT.

WHEN INSTALLING DRILLED-IN ANCHORS IN EXISTING CONCRETE OR MASONRY, USE CARE AND CAUTION
TO AVOID CUTTING OR DAMAGING EXISTING REINFORCING BARS. DO NOT INSTALL ANCHORS IN
PRESTRESSED CONCRETE ELEMENTS.

ANCHORS INSTALLED FROM THE BOTTOM INTO METAL DECK WITH CONCRETE SHALL BE INSTALLED IN
THE CENTER OF THE LOW FLUTE OF THE DECKING UNLESS NOTED OTHERWISE IN ICC REPORT. THE
DECKING SHALL HAVE A MINIMUM THICKNESS OF 20 GAUGE. THE MINIMUM THICKNESS OF THE
CONCRETE ABOVE THE HIGH FLUTE OF THE METAL DECK SHALL BE AS INDICATED IN THE ICC REPORT.
SEE ICC REPORT FOR ADDITIONAL REQUIREMENTS, INCLUDING MINIMUM DIMENSIONS FOR FLUTE
WIDTH AND DEPTH.

THE INSPECTION OF THE ANCHORS SHALL BE DONE BY A QUALIFIED INSPECTION AGENCY AND A REPORT
OF THE INSPECTION RESULTS SHALL BE SUBMITTED TO THE GOVERNING AGENCY AND
ARCHITECT/STRUCTURAL ENGINEER.

STRUCTURAL STEEL
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FABRICATION, ERECTION AND MATERIALS SHALL CONFORM WITH THE AISC SPECIFICATION FOR
STRUCTURAL STEEL BUILDINGS, THE AISC SEISMIC PROVISIONS FOR STRUCTURAL STEEL BUILDINGS, AND
THE INTERNATIONAL BUILDING CODE, LATEST EDITIONS.

STRUCTURAL STEEL WIDE FLANGE SHAPES SHALL CONFORM WITH ASTM A992. ALL OTHER
STRUCTURAL STEEL ROLLED SHAPES (CHANNELS, ANGLES, ETC) AND PLATES SHALL CONFORM WITH
ASTM A36, UNO.

STEEL PIPE SHALL CONFORM TO ASTM A53, TYPES E OR S, GRADE B.

ALL HOLLOW STRUCTURAL SECTIONS (HSS) SHALL CONFORM TO ASTM A500, GRADE B.

ALL STRUCTURAL STEEL SHALL RECEIVE A MINIMUM OF ONE SHOP COAT OF RED PRIMER PAINT. DO
NOT PAINT AREAS TO BE FIELD WELDED, FIREPROOFED, GALVANIZED, TO RECEIVE SLIP-CRITICAL

HIGH STRENGTH BOLTS, OR TO BE EMBEDDED IN CONCRETE. PROVIDE ADDITIONAL PAINTING AS
NOTED IN THE SPECIFICATIONS.

ALL STRUCTURAL STEEL SHALL BE ERECTED PLUMB AND TRUE TO LINE. TEMPORARY BRACING SHALL
BE INSTALLED AND SHALL BE LEFT IN PLACE UNTIL OTHER MEANS ARE PROVIDED TO ADEQUATELY
BRACE THE STRUCTURE. CONTRACTOR RESPONSIBLE FOR REVIEWING ALL BASE PLATE AND SUPPORT
CONDITIONS DURING ERECTION AND BRACING AS REQUIRED. SEE AISC AND OSHA REQUIREMENTS.
PLACE NON-SHRINK GROUT UNDER ALL BASE PLATES BEFORE ADDING VERTICAL LOAD.

STRUCTURAL STEEL BELOW GRADE SHALL HAVE 3 INCHES MINIMUM OF CONCRETE COVER.

BOLTED CONNECTIONS:

A. BOLTED CONNECTIONS SHALL CONSIST OF UNFINISHED BOLTS CONFORMING TO ASTM A307
UNLESS NOTED OTHERWISE. WHERE HIGH STRENGTH BOLTS ARE INDICATED, BOLTS CONFORMING
TO ASTM A325 OR ASTM A490 AS NEEDED SHALL BE PROVIDED. ANCHOR RODS CAST IN CONCRETE
OR MASONRY SHALL BE HEADED BOLTS WITH CUT THREAD, FULL DIAMETER BODY STYLE
CONFORMING TO ASTM F1554 GR. 36, 55 (WELDABLE PER S1 SUPPLEMENTARY REQUIREMENTS), OR
105 AS INDICATED ON DRAWINGS.

B. ALL BOLTED CONNECTIONS AND BASE PLATES SHALL HAVE WASHERS CONFORMING TO ASTM F436
INLESS NOTED OTHERWISE. WASHERS MAY BE OMITTED AT SNUG-TIGHTENED STEEL-TO-STEEL
CONNECTIONS, EXCEPT WHERE REQUIRED BY THE TCSC SPECIFICATION FOR STRUCTURAL
JOINTS, LATEST EDITION. WASHERS FOR BASE PLATES SHALL CONFORM TO ASTM F844 UNLESS
NOTED OTHERWISE, AND SHALL BE PLACED AT TOP AND BOTTOM OF PLATE.

"SLIP-CRITICAL" BOLTED CONNECTIONS:

A. "SLIP-CRITICAL" CONNECTIONS (A325SC DESIGN VALUES WITH SPECIAL INSPECTION) ARE REQUIRED
AT ALL BRACED FRAME CONNECTIONS, AT ALL CONNECTIONS ALONG CHORD LINES AND DRAG
LINES (AS NOTED ON PLANS), AND UNO, AT ALL BOLTS IN OVERSIZED OR SLOTTED HOLES.

B. THE SPECIAL INSPECTOR MUST BE PRESENT DURING INSTALLATION AND TIGHTENING OPERATION
OF "SLIP-CRITICAL" CONNECTIONS.

C. WASHERS MAY BE OMITTED AT "SLIP CRITIAL" CONECTIONS EXCEPT WHERE REQUIRED BY THE
RCSC SPECIFICATION FOR STRUCURAL JOINTS, LATEST EDITION.

PROVIDE 1/2" DIAMETER STITCH BOLTS AND RING FILLS, SPACED AT NOT MORE THAN 2-0" ON CENTER
FOR ALL DOUBLE ANGLE MEMBERS.
AT WOOD TO STEEL PARALLEL CONTACT, BOLT WITH 1/2" DIAMETER BOLTS AT MAXIMUM 24"CC.
HOLES FOR UNFINISHED BOLTS SHALL BE OF THE SAME NOMINAL DIAMETER OF THE BOLT PLUS 1/16".
USE STANDARD AISC GAGE AND PITCH FOR BOLTS EXCEPT AS NOTED OTHERWISE.
WELDING SHALL BE DONE BY THE ELECTRIC ARC PROCESS IN ACCORDANCE WITH AMERICAN WELDING
SOCIETY STANDARDS, USING ONLY CERTIFIED WELDERS. ALL GROOVE WELDS SHALL HAVE COMPLETE
PENETRATION UNLESS NOTED OTHERWISE. ALL EXPOSED WELDS SHALL BE GROUND SMOOTH. ALL
ELECTRODES FOR WELDING SHALL COMPLY WITH AWS CODE, E70 SERIES MINIMUM.
WELD LENGTHS CALLED FOR ON PLANS ARE THE NET EFFECTIVE LENGTHS REQUIRED.
MINIMUM FILLET WELDS: 3/16" @ T < 1/2"

14" @T<3/4"

516" @ T > 3/4"
WELDING PROCEDURE SPECIFICATIONS (WPS) FOR SHOP AND FIELD PREQUALIFIED WELD JOINTS AND
WELD JOINTS QUALIFIED BY TEST SHALL BE PREPARED FOR REVIEW PRIOR TO FABRICATION. ALL
WELDING PROCEDURE ITEMS SUCH AS BASE METALS, WELDING PROCESSES, FILLER METALS AND
JOINT DETAILS THAT MEET THE REQUIREMENTS OF AWS D1.1 SECTION 5.1 SHALL BE CONSIDERED AS
PREQUALIFIED. ANY CHANGE OR SUBSTITUTION THAT IS BEYOND THE RANGE OR TOLERANCE OR
REQUIREMENTS FOR PREQUALIFICATION SHALL BE QUALIFIED BY TEST PER AWS D1.1 SECTION 5 PART
B. QUALIFICATION TESTING IS REQUIRED WHEN THE DEPTH OF A PARTIAL PENETRATION OR
COMPLETE PENETRATION WELD IS 2" OR GREATER.
FOR NONDESTRUCTIVE TESTING OF WELDED CONNECTIONS EXCLUDING PRIMARY MEMBERS OF
MOMENT RESISTING FRAMES:

A. WELDED CONNECTIONS SHALL BE TESTED BY NONDESTRUCTIVE METHODS FOR COMPLIANCE WITH
AISC J2, AND JOB SPECIFICATIONS. ULTRASONIC TESTING SHALL BE IN ACCORDANCE WITH AWS
D1.1, ASTM E164 AND ASME SECTION V. RADIOGRAPHY SHALL BE IN ACCORDANCE WITH AWS D1.1,
ASTM E94 AND E99, AND ASME SECTION V. THIS TESTING SHALL BE PART OF THE SPECIAL
INSPECTION REQUIREMENTS OF IBC SECTION 1704.3 PERFORMED BY AN APPROVED INDEPENDENT
TESTING LABORATORY AS FOLLOWS:

1. BASE METAL THICKER THAN 1 INCH WHEN SUBJECT TO THROUGH THICKNESS WELD
SHRINKAGE STRAINS.

2. ALL COMPLETE JOINT PENETRATION GROOVE OR BUTT WELDS.

3. ALL PARTIAL JOINT PENETRATION GROOVE WELDS WHEN USED IN COLUMN SPLICES.

B. ANY MATERIAL DISCONTINUITIES SHALL BE ACCEPTED OR REJECTED ON THE BASIS OF DEFECT
RATING IN ACCORDANCE WITH THE (LARGER REFLECTOR) CRITERIA OF AISC J2.

POWDER ACTUATED FASTENERS (SHOT PINS)
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1.
2.

THESE NOTES GOVERN ALL CONDITIONS CALLED OUT ON THE PLANS AS 'SHOT PINS' UNLESS
SPECIFICALLY NOTED OTHERWISE.

ALL SHOT PINS SHALL BE X-U UNIVERSAL KNURLED SHANK FASTENERS WITH SHANK DIAMETER OF
0.157" AS MANUFACTURED BY HILTI INCORPORATED IN ACCORDANCE WITH ICC ESR-2269 AND THE
CURRENT EDITION OF THE HILTI 'PRODUCT TECHNICAL GUIDE.'

ALL SHOT PINS SHALL INCLUDE P8 STEEL WASHERS.

SHOT PINS DRIVEN INTO STEEL BASE MATERIAL SHALL MAINTAIN A MINIMUM EDGE DISTANCE AT ALL
STEEL ELEMENTS OF 1/2" AND MINIMUM FASTENER SPACING SHALL BE 1". LENGTH OF PIN SHALL BE AS
REQUIRED TO PENETRATE THRU STEEL MEMBER U.N.O. AT 3/4" THICK STEEL, PENETRATION NEED NOT
EXCEED 1/2".

SHOT PINS DRIVEN INTO CONCRETE BASE MATERIAL SHALL MAINTAIN A MINIMUM EDGE DISTANCE AT ALL
CONCRETE ELEMENTS OF 3" AND MINIMUM FASTENER SPACING SHALL BE 4". PINS SHALL HAVE 1 1/4"
PENETRATION U.N.O. MINIMUM CONCRETE THICKNESS SHALL BE 3 TIMES THE PENETRATION DEPTH.
CONCRETE SHALL ATTAIN FULL DESIGN STRENGTH PRIOR TO INSTALLING SHOT PINS.

SHOT PINS DRIVEN INTO 3 1/4" MINIMUM LIGHT WEIGHT CONCRETE FILL OVER 3"X 20 GA MINIMUM METAL
DECK MAY BE INSTALLED FROM THE TOP OR FROM THE BOTTOM IN EITHER THE HIGH OR LOW FLUTE.
PINS INSTALLED FROM THE TOP SHALL BE SPACED AS NOTED ABOVE FOR TYPICAL CONCRETE
ELEMENTS. PINS INSTALLED FROM THE BOTTOM IN THE HIGH FLUTES SHALL BE INSTALLED WITHIN 1"
OF FLUTE CENTER. PINS INSTALLED FROM THE BOTTOM IN THE LOW FLUTES SHALL BE INSTALLED
WITHIN 1" OF THE FLUTE CENTER AND SHALL BE NO CLOSER THAN 1 1/8" TO THE EDGE OF THE LOW
FLUTE. PINS INSTALLED FROM THE BOTTOM SHALL BE SPACED NO CLOSER THAN 5 1/2" PARALLEL TO
THE FLUTES. PINS SHALL HAVE 1" PENETRATION INTO CONCRETE U.N.O. CONCRETE SHALL ATTAIN
FULL DESIGN STRENGTH PRIOR TO INSTALLING SHOT PINS.

. SHOT PINS MAY BE DRIVEN INTO 8" NOMINAL MINIMUM THICKNESS FULLY GROUTED NORMAL-WEIGHT

CMU WITH TYPE S MORTAR AND MINIMUM F'M = 1500 PSI AT TIME OF INSTALLATION. SHOT PINS MAY BE
INSTALLED INTO THE FACE SHELLS, HORIZONTAL MORTAR JOINTS OR VERTICALLY CENTERED IN THE
THE TOP OF GROUTED CELLS. SHOT PINS SHALL NOT BE INSTALLED IN VERTICAL MORTAR JOINTS OR
WITHIN 1" OF VERTICAL MORTAR JOINTS. NO MORE THAN ONE SHOT PIN MAY OCCUR IN AN INDIVIDUAL
MASONRY UNIT CELL AND MUST BE INSTALLED A MINIMUM OF 4" FROM THE EDGE OF THE WALL. SHOT
PINS IN MORTAR JOINTS MUST BE A MINIMUM OF 8" FROM THE END OF THE WALL AND SHALL HAVE A
MINIMUM SPACING OF 8".

SHOT PIN INSTALLERS SHALL BE CERTIFIED BY HILTI AND HAVE A CURRENT HILTI ISSUED OPERATORS
LICENSE. SHOT PIN INSTALLATION SHALL MEET ALL OSHA REQUIREMENTS.

COLD FORMED METAL FRAMING

540SN001-1

1.

GALVANIZED SHEET STEEL SHALL CONFORM TO ASTM A653, STRUCTURAL QUALITY, WITH A MINIMUM
YIELD STRENGTH OF 33 KSI FOR 43 MILS (18 GA) AND THINNER AND ASTM A653, STRUCTURAL QUALITY,
WITH A MINIMUM YIELD STRENGTH OF 50 KSI FOR 54 MILS (16 GA) AND THICKER. HOT-ROLLED CARBON
SHEET AND STRIP STEEL USED IN THE FABRICATION OF COLD-FORMED MEMBERS SHALL CONFORM TO
ASTM A1011 WITH A RUST INHIBITIVE COATING.

METAL STUDS AND JOISTS SHALL BE OF SIZE AND THICKNESS SHOWN ON DRAWINGS WITH THE MINIMUM
EFFECTIVE SECTION PROPERTIES SHOWN IN THE TABLE(S).

MINIMUM THICKNESS SHOWN IN TABLE FOR THE THICKNESS SPECIFIED REPRESENTS 95% OF DESIGN
THICKNESS PER 2007 AISI-NAS W/ 2004 SUPPLEMENT.

METAL FRAMING SHALL BE PER ICC-ES NO. 4943P. CONTRACTOR SHALL BE RESPONSIBLE FOR
OBTAINING AGENCY APPROVAL FOR ANY SUBSTITUTIONS.

WELDING SHALL BE IN ACCORDANCE WITH AWS D1.3 "STRUCTURAL WELDING CODE-SHEET STEEL".
WELDERS SHALL BE AWS CERTIFIED. WELDING RODS: E60XX SERIES. ALL FIELD WELDING SHALL
HAVE SPECIAL INSPECTION.

TYPICAL METAL TRACK SHALL BE SAME GAUGE AS STUDS WHICH IT SUPPORTS, UNPUNCHED, WITH A
FLANGE WIDTH OF 1 1/4 INCHES AND A DEPTH EQUAL TO THE NOMINAL STUD PLUS 2 TIMES THE TRACK
THICKNESS PLUS THE RADIUS. NESTED TRACKS SHALL BE FABRICATED TO FILL THE OUTSIDE OF A
TYPICAL METAL TRACK. DEEP LEG TRACKS SHALL HAVE A MINIMUM FLANGE WIDTH OF 2 INCHES. USE
SLOTTED SLIP TRACKS WHERE SPECIFIED. SEE SECTIONS AND TYPICAL METAL STUD DETAILS.

METAL STUDS SHALL NOT HAVE PUNCH-OUTS CLOSER THAN 10" FROM THE END OF THE STUD OR AT
INTERMEDIATE LATERAL BEARING POINTS OF STUDS.

SHEET METAL SCREWS SHALL BE #10 TYP UNO.

COLD FORMED METAL FRAMING SECTION PROPERTIES - SSMA C STUDS & JOISTS - $162 SECTIONS **

540SN002-1

GAUGE/MIL 20/33 18/43 16/54 14/68 S s &
DESIGNATION $162-33 S162-43 S162-54 S162-68
THICKNESS 0.0329 0.0428 0.0538 0.0677
DEPTH "D" X | SX X sx | ix sX IX sx | .~ 1sm
21/2" 0235 |0180 0302 |0.240 |0370 o288 [0450 [0.357 ‘ P |
35/8" 0551 |0202 [0710 |0389 [o0873 [0a46s |1069 |0s84 | T
4 0692 |0332 [0.892 |0443 |1.008 |0533 | 1346 |0.666 D‘
6" 1793 |0577 | 2316 |0767 [2860 [0927 3525 [1ea | 1| | o
g 3582 0757 | 4633 | 1158 5736 | 1307 |7.080 | 1757 -
10" : : 8025 | 1414 [9950 | 1.712 |12325 | 2465 &
12" ] ] ] ] 15730 | 2024 | 19518 | 2.953

1. FOR COMPLETE SECTION DESIGNATIONS IN ACCORDANCE WITH SSMA STANDARDS, ADD MEMBER
DEPTH TO FRONT OF INDICATED DESIGNATION. EXAMPLE: FOR 3 5/8" MEMBER WITH GAUGE/MIL OF 18/43,
THE FULL DESIGNATION IS 362S5162-43.

2. SECTION PROPERTIES SHOWN ARE EFFECTIVE PROPERTIES CONFORMING TO AISI A7.2 PER SSMA

STANDARDS FOR MATERIAL STRENGTH NOTED BELOW.

3. PROVIDE 33 KSI MIN MATERIAL FOR 18/43 & LISTED SECTIONS, PROVIDE 50 KSI MATERIAL FOR 16/54 &

HEAVIER SECTIONS.

STRUCTURAL OBSERVATION

100SN017-1

1. IN ACCORDANCE WITH SECTION 1710 OF THE 2010 CBC, THIS PROJECT IS REQUIRED TO HAVE STRUCTURAL

OBSERVATION. STRUCTURAL OBSERVATION MEANS THE VISUAL OBSERVATION OF THE STRUCTURAL
SYSTEM, FOR GENERAL CONFORMANCE TO THE APPROVED PLANS AND SPECIFICATIONS, AT SIGNIFICANT
CONSTRUCTION STAGES AND AT COMPLETION OF THE STRUCTURAL SYSTEM. STRUCTURAL OBSERVATION
DOES NOT INCLUDE OR WAIVE THE RESPONSIBILITY FOR THE INSPECTIONS REQUIRED BY CBC SECTIONS
110 OR 1704. THE FOLLOWING PROJECT MILESTONES SHALL BE OBSERVED:

A. FOUNDATIONS (PRIOR TO CONCRETE PLACEMENT)

B. WOOD SHEATHED SHEAR WALLS, FLOORS, AND ROOFS (PRIOR TO COVERING)

C.CMU SHEAR WALLS (PRIOR TO GROUTING)

D.STEEL ERECTION PRIOR TO COMPLETION OF FIRST ELEVATED LEVEL (FLOOR OR ROOF)

E. METAL DECK AND CONCRETE OVER DECK REINFORCING (PRIOR TO CONCRETE PLACEMENT)

2. THE OWNER SHALL EMPLOY THE ARCHITECT OR STRUCTURAL ENGINEER OF RECORD, OR ANOTHER

REGISTERED PROFESSIONAL ENGINEER OR ARCHITECT DESIGNATED TO PERFORM STRUCTURAL
OBSERVATION. OBSERVED DEFICIENCIES SHALL BE REPORTED IN WRITING TO THE OWNER'S
REPRESENTATIVE, SPECIAL INSPECTOR, CONTRACTOR AND BUILDING OFFICIAL. THE STRUCTURAL
OBSERVER SHALL SUBMIT TO THE BUILDING OFFICIAL A STATEMENT THAT THE FIELD VISITS HAVE
OCCURRED AND IDENTIFY ANY REPORTED DEFICIENCIES THAT, TO THE BEST OF THE STRUCTURAL
OBSERVER'S KNOWLEDGE, HAVE NOT BEEN RESOLVED.

. NOTIFY THE STRUCTURAL ENGINEER A MINIMUM OF 48 HOURS IN ADVANCE OF PROJECT MILESTONES

SO THAT OBSERVATIONS MAY BE SCHEDULED.
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' ) REINF AT EDGE OF
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3/8" SEALANT OVER " /lf NOTE: PROVIDE STD HOOK AT ENDS OF ALL
5/8" PACKING MATERIAL ?&T@BESGES En,co)\wc% ;—I(_)AB INTERIOR REBAR - TYPICAL
AT CONTRACTOR'S OPTION, 3/8" RADIUS TOOLED PROVIDE 1/2'@X18" REINF N OPTIONAL
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COLUMN SINGLE LAYER BARS
CONSTRUCTION JOINT (CJ) SLAB CONTROL JOINT (SJ) EXPANSION JOINT (EJ) I PER PLAN
ol > LAP
NOTE: 213 SLAB L AP
1. CONSTRUCTION JOINTS AND CONTROL JOINTS SHALL DIVIDE SLAB INTO AREAS NOT EXCEEDING 225 SQ FT WITHOUT REENTRANT Y BLOCKOUT SJOR CJ, o STD90° y -
CORNERS AND WITH LENGTH TO WIDTH RATIOS NOT EXCEEDING 1 1/2 TO 1. JOINT SPACING SHALL NOT EXCEED 15 FEET IN EITHER SEE HOOK QF{,FL’I’(’:‘E
DIRECTION.
2. CONTRACTOR SHALL SUBMIT LAYOUT PLAN SHOWING PROPOSED CONTROL AND CONSTRUCTION JOINT LOCATIONS TO ARCHITECT & /|/ /|/ $1.02
STRUCTURAL ENGINEER FOR REVIEW & APPROVAL. SLAB BLOCKOUT EXTEND TYP SLAB REINF AT v —_— L [
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LOCATED IN MIDDLE 4 DASHED. SEE NOTES.
113 OF FTG 3. STEP FTG IF PIPE OCCURS IN LOWER THIRD OF
ORIGINAL FOOTING DEPTH.
d SEE NOTES
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212" MIN
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e B | B ROUGHEN TO W/ 1" STYROFOAM INSULATION IN LIEU OF SLEEVE. — 180°
Sz<g 1/4" AMPLITUDE ‘ oYl D
dub2 4 2 & 1] 1S AS NECESSARY /S 6. UTILITY PIPES ARE NOT ALLOWED PARALLEL IN FOOTING. ‘
Qa -
oo, 8 1 SE- NOTE<S 7. MULTIPLE UTILITY PIPES (TWO OR MORE) MAY BE
£zOop ® | B INSTALLED AS SHOWN @ LEFT, PROVIDED THEY ARE »
OFE2u a o SPACED A MINIMUM OF 4 PIPE/CONDUIT DIAMETERS ON L MINIMUM BEND DIAMETER
CZy g ~ 4 (| CENTER WITH A MINIMUM OF 3" OF CONCRETE BETWEEN. T D=6D FOR #3 THRU #3
Lo ar A ~O .|z =5 PIPE DIAMETER INDICATED IS THE ROUGH HOLE SIZE THRU <o ‘ D=8D FOR #9 THRU #11
oo e - . ™= AW FOOTING. (/)E- D=10D FOR #14 THRU #18
Zlm— =0 | J | | é L Z % -
e [ S A Q Y ? O % 8. UTILITY PIPES RISERS MAY OCCUR IN CONTINUOUS WALL <5 MINIMUM BEND DIAMETER
L H*
o FOOTINGS PROVIDED THEY ARE NO LARGER THAN (FOOTING © D=4D FOR #3 THRU #5
PIPE NS A WIDTH/6) AND OCCUR W/IN THE MIDDLE 1/2 OF THE FOOTING rE] D=6D FOR #6 THRU #8
?g&}gﬁ'ﬁ&;‘ifﬂ 2-0" 99 WIDTH. MULTIPLE RISERS MAY OCCUR IF SPACED AS NOTED oo
MIN LEFT. Q
TO FOOTING BELOW SLEEVE A e 8
THESE LINES TIES & STIRRUPS
9. UTILITY PIPES PERPENDICULAR TO FOOTINGS AND MORE
LEAN-MIX THAN 2'-0" BELOW BOTTOM OF FOOTINGS DO NOT REQUIRE
CONC FILL LEAN-MIX CONCRETE ENCASEMENT SUBJECT TO
MIN TRENCH ACCEPTANCE OF THE SOILS ENGINEER. NOTE: ALL HOOKS SHALL BE 90° OR 180° STANDARD HOOKS
UNLESS OTHERWISE SHOWN OR NOTED.
10. CONDITIONS NOT CONFORMING TO THE PARAMETERS NOTED
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AT INTERIOR STUDS IN LIEU OF WELDING
PL 1"X3"X18GA @ BOTH SIDES @ 24"CC CLIP L2X2 TO MATCH STUD" CLIP L2X2 TO MATCH STUD
W/ #10 SMS TO EA STUD GA X STUD WIDTH LESS 1/2 GA X STUD WIDTH LESS 1/2"
W/ 3-#10 SMS EA LEG W/ 3-#10 SMS EA LEG
1 A
JAMVB X
% S1.03 LIGHT GAUGE STUDS, JAMB
SEE ELEVATION 5103
1 Z FOR SIZE AND $1.03
v \ SPACING MTL STUD SEE PLANS AND/OR
X ) 1 1/2"X20 GA SECTIONS FOR SIZE
P! = 1 — grnus et T )
/ . EA SIDE OF -
\\ STUD AND TRACK / N MAX VERT WIDTH LESS 1 1/2" W/ JAMB
N~ TO MATCH SIZE _ BOXHDR 2.#10 SMS
~l_ [ z : SPACING 2-#10 SMS EA LEG S1.03
< | AND GAUGE OF TRACK TO MATCH $1.03
1 | ——~{| WALL STUDS : N SIZE AND GAUGE OF
N e B s S 27 . ™ S WALL STUDS
= TYP EA ﬁ 1 _— COLD ROLLED CHANNEL
1/8 /\ 1-04 \SIDE » B . 1 1/2"X18GA CONT
- 2N > - BRIDGING AT 4'-0"CC MAX
P SPLICE STRAP —— |
CLIP L2X2 TO MATCH STUD - / QE SLLJTRE;ESS
GA X STUD WIDTH LESS 1/2" ;
- L/ W/ 3-#10 SMS EA LEG K — CLIP L2x2 TO MATCH STUD N MTL STUD TRACK BLKG N
L . V #10 SMS [\\ : / GA X STUD WIDTH LESS 1/2" TO MATCH STUD GA AT CLIP L1 1/2X1 1/2X18 C:‘A
\ \ P \ / \ |~ @ 12"CC TYP j\[} g W/ 3-#10 SMS EA LEG 4-#10 SMS AT STRAP EA END OF WALL AND (WIDTH OF STUD - 1/2")
o 4 d 4 LIGHT GAUGE STUDS, TO BLKG AND #10 SMS 8-0"CC TYP W/ 2-#10 SMS TO STUD 5
SEE ELEVATION FOR STRAP TO EA STUD %
J1 J2 J3 Ja SIZE AND SPACING STRAP BRIDGING COLD ROLLED CHANNEL BRIDGING
— — — - | // FOR ANY SIZE STUD FOR 8" OR SMALLER STUDS ONLY CLIP L2X2 TO MATCH STUD
l{ GA X STUD WIDTH LESS 1/2"
JAMB DETAIL H2 HEADER DETAIL S TRACKS TO MATCH STUDS TO MATCH SIZE & GA NOTE: | Wis#i0SuSEALEG
. SIZE & GA OF WALL OF WALL STUDS UNO. AT H4-8 : " '
S1.03 S1.03 USE 8" MIN DEEP STUDS 1. BRIDGING FOR 8" AND SMALLER STUDS MAY BE CONSTRUCTED OF COLD ROLLED
. 5405D001-12 . 5405D002-12 #10 SMS @ STUDS TYP AT H4-10 USE 10" MIN DEEP CHANNEL OR STRAPS AT CONTRACTOR'S OPTION UNLESS NOTED OTHERWISE.
— — 12'CC TYP STUDS SEE 8 2. WHERE FULL HEIGHT SHEATHING OR GYP BOARD OCCURS ON BOTH SIDES OF 2 LIGHT GAUGE STUDS,
AT HC-4, REDUCE SCREW METAL STUD FRAMING, THE BRIDGING MAY BE OMITTED. SEE ELEVATION FOR
CLIP L2X2 TO MATCH STUD SPACING PER SCHEDULE 51,03 3. AT COND WHERE STRAP BRIDGING IS USED & WHERE WALL SHEATHING OR GYP BOARD |~ SIZE AND SPACING
GA X STUD WIDTH LESS 1/2" $1.03 S1.04 > OCCURS ON ONE SIDE OF WALL ONLY, STRAP MAY BE OMITTED ON SIDE OF WALL WHERE
CLIP L2x2 TO MATCH STUD W/ 3-#10 SMS EA LEG ~ SHEATHING OR GYP OCCURS.
GA X STUD WIDTH LESS 1/2"
W/ 3310 SMS EA LEG H4/HC-4 HEADER DETAIL TYPICAL STUD BRIDGING S1 SILL DETAIL
- 3 540SD003-12 S1 '03 540SD004-12 S1 '03 540SD005-12
N
AN A
JAMB S SLOTTED SLIP TRACK TO MATCH
STUD AND TRACK ~
TO MATCH SIZE @ TO MATCH SIZE JAMB 4iiﬂ \ WALL DEPTH & GA (18GA MIN
S1.03 CLIP L2X2 TO MATCH STUD N> @ INT & 16GA MIN @ EXT). SPLICE STUD, SEE PLAN
AND GAUGE OF N AND GAUGE OF $1.03 S :
WALL STUDS WALL STUBS 91.03 GA X STUD WIDTH LESS 1/2 A% @ STUDS PER MFR RECOMMENDATIONS. STUD ENDS TO —J|/—-
W/ 3-#10 SMS EA LEG _ /] _ =[O BEAR ON TRACK
r /|/ TYP STUD f;OCSCMTSYICD@ \J L | |2 WEB TYP UNO 1-#10 SMS EA.
" 000NN SIDE, EA. STUD
A 4 STUDS TYP DA 8;‘ } LLLLL B‘EU } - ! TYP
STUD AND TRACK / I = = \ ‘
TO MATCH SIZE JAMB T - n ] g b 9 o \
AND GAUGE OF S o k. % nes S | |
WALL STUDS $1.03 - <= - Iw WAFER HEAD SMS o i =23 <= i w7 j
L2 - Do, , mgﬁw EA SIDE W/ SIZE PER IS LLQg i | L ]
#10 SMS o, | O sx MFR, USE #8 MIN <2 o5 \
» @ 12'CC Wi =3 = Wz & TOP OR BOTT TRACK,
g d TYP TRACK TRACK TRACK dgss o QU HEADER OR SILL
4 - SRR “Feo SEerone SEF ge 1 F TYP STUD TO TRACK
EXTERIOR 9]
L~ CLIP L2X2 TO MATCH STUD CLIP L2X2 TO MATCH STUD SRR SECTIONS T
; GA X STUD WIDTH LESS 1/2"
GA X STUD WIDTH LESS 1/2
) STUD - TYP STUD TO SLIP TRACK i OUTER TRACK 18GA MIN @ INT,
W/ 3-#10 SMS EA LEG - W/ 3-#10 SMS EALEG /|/ 410 SMS @ & % / 16GA MIN @ EXTERIOR
10 SM T :
?@23@3 TYP #10 SMS STUD OR TRACK TRACK/WALL 12"CC TYP \y | ! 3 g
#10 SMS . 12"CC WIDTH +2" NOTES: A | | \
N LIGHT GAUGE STUDS, @ 12"CC TYP ™~ g'SE“EL%’\*,‘j\?E)ﬁTSSS ’ vt @ TYP TRACK FULL HT . 1. SEE OTHER DETAILS FOR ATTACHMENTS OF T&B TRACK e T :4%
> SEE ELEVATION FOR .~ SIZE AND SPACING % T s . TO STRUCTURE. SCREWS & SHOT PINS @ WEBS OF SLIP <) T al
SIZE AND SPACING ™ I ”\( TRACKS SHALL BE LOCATED IN SLOTTED HOLES s | L[ alb
CLIP L2X2 TO MATCH STUD -~ N 3 PROVIDED BY MFR. Ly | ] ¢ld
. 7 , 2. FOR ADD'L INFO @ FIRE RATED WALLS, SEE ARCH'L | &
GA X STUD WIDTH LESS 1/2 ; I I T
W/ 3-#10 SMS EA LEG STUD - (FOR WALL TYPE, DETAILS ETC...) & MFR UL LISTING. INNER 2 1/2" DEEP . ®
82 S I L L D ET AI L $1.03/ ——— o TRACK 3.D = STUD DEPTH LEG TRACK, I ] =
S1.03 ~ INTERIOR INTERIOR 4. WHERE SLOPE OF SUPPORTING STRUCTURE IS GREATER 18GAMIN I /|/ L1 =y
R Sisoooerz TRACK ATTACHMENTS TRACK & PL ATTACHMENTS oSS P EEEH;L%Q/LA{(TBE) ET;JODS, INTERIOR NOTE: SEE PLANS AND SECTIONS FOR THAN 1:12, A NESTED TRACK ASSEMBLY SHALL BE USED.
@ JAMB STUDS SEE @ JAMB STUDS SEE @12CoTYP ™ SIZE AND SPACING NOTE: SEE PLANS AND SECTIONS FOR S STUD AND TRACK SIZES NESTED TRACK ALTERNATE
5103 .~ STUD AND TRACK SIZES
$1.03 = C
= ()34 SILL DETAIL TYPICAL WALL CORNER () TYPICAL TEE TYPICAL STUD TO
PLACE TRACK ATTACHMENTS @ JAMBS — S$S1.03 S$S1.03 \31 _03/ S$S1.03
G SR SOCUIERERATS ™™ ! ¥ — N0 N0z 1% INTERSECTION 2% TRACK CONNECTION
NOT OCCUR @ BOTH SIDES OF JAMB. /| B K .. . ———
PLACE EVENLY @ BOTH SIDES WHERE 7T ] — 5405001412
TRACK OCCURS @ BOTH SIDES OF JAMB LS —f 1 . A S L
UTL STUDS @ JAMB SR D SLIP TRACK O STU ONS INTERIOR WALL OPENING
SEE o & . w _. [ TowAtor STub pEPTH INTERIOR METAL STUD PARTITION
/8 ol | — — e L ~  @MULTIPLEOPNGS | | SEE O ECKATACH @ TOP ST
5103 o J|/—- SILL & HDR (USE COMBINED OPNG TOP TRACK ATTACH m MAXIMUM HEIGHT FOR METAL STUDS WITH B F RAM | N G S C H E D U |_ E S1.03
TRACK ATTACHMENTS = a PER SCHED WIDTH FOR SIZING OF S$1.03 @ JAMB SEE 5103 SDS=15,IP=1.0 e ~—
@ JAMB STUDS SEE = JAMB STUDS BTWN OPNGS) 1 DEFLECTION LIMIT L/120 - NON BEARING WITH CABINET OR EQUIPMENT $1.03 DEFLECTION LIMIT = L/120
o108 TRACK CONTINUES v £ 3 A\ $1.03 —— =
~— m%%%gg‘gfgv OPNGS | i i f i $1.03 ! T — 4 CONDITION WHERE OPENING | 16"CC SPACING W' WIDTH HC4-8 SCREW SPCG
¥(-)I—II\/I iTT%% TSITQSK \ JAMB STUDS DEPTH GAGE DESIGNATION HEIGHT 15 4" WALLS WALLS
CONCRETE SLAB OR SLOTTED TRACK TYP PL & TRACK ] 35/8" 20 3625162-33 14'-10"
& GA OF STUDS ; - CONCRETE OVER MTL SEE SEE n Py JAMB STUDS AS FOR 40" gq 1423 Ho S1
R B PR et DECK AS OCCURS N / WINDOW OPN'G FULL HT 35/8" 18 3625162-43 186"
P / s AN TR S TYP TRACK ATTACH S103 $1.03 SEE -
—< DL AS IN n | | = | | ~— OpPEN ] 35/8 16 3625162-54 20"-10" 9
5 | "
103 /|/ glgé STUDS @ JAMB /|/ 3103 3 5/8" 14 3625162-68 22'-7" 8-0 J2 Ha S1
ATTACH EA JAMB STUD ~ FULL HT JAMB STUDS || HEADER SIZE PER " - g
TRACK ATTACHVENT ATTACH EA JAM e TVP SEE L iy SCHEDULE - SEE K 20 400516293 158 . 13 T 8'CC 2CC
@ WALL PERPENDICULAR TO DECK ~ WALL PARALLEL TO DECK N ] — — S1.03 4 18 4005162-43 20-11"
~— N N e | INFILL STUD AS NEEDED 160" m T gq 10 8'CC 4"CC
I p TO ACCOMMODATE OPNG 4" 14 400S162-68 247" HC4-8
JAMB STUDS S v , —
6 - 25'-7
m JAMB STUDS SILL TRACK ATTACH - 20 0005162-33 1. USE J2 MINIMUM AT DOOR OPENINGS
JAMB SEE \ SILL SIZE PER 6" 18 6005162-43 28-8"
\S1 .03/ @ S | L L TRAC K $1.03 @ TO P TRACK @ @ " 2CHEDULE - SEE@ 005 162.54 . 2. USE J2 AT 40" OPNGS IN 20GA WALLS
— Yy v 6" 16 = l_ n
542SD003-12 81 03 — S1 03 a1l "
542SD002-12 —] _
= ONEN e > & 14 500S162-68 35.10" 3. USE J2 AT 4'-0" OPNGS IN 8"X18GA WALLS
ggJE_ TRACK ANCHORAGE \ \ BRIDGING WHERE WALL g" 20 800S162-33 29'.o" 4. H4-6 MAY BE USED"AT 12'-0" OPNGS IN 16GA AND 14GA WALLS W/ THE
PL 18GA CONTIN X WIDTH AS REQ'D TO \ FINISH DOES NOT EXCEPTION OF 8" WALLS
CONTACT 3 LOW DECK FLUTES W/#10 5103 \ N \ OCCURAS IN 8" 18 8005162-43 36'-11" 5 USE 18GA MIN. HEADERS AT 12-0" OPNGS N 8" WALLS
SMS @ 16"CC @ EA EDGE TO DECK. CL PIN & TRACK TYP CLBOLT, TRA " = — " — _ , Q" "
% USE SHOT PINS IN LIEU OF SMS @ CONCRETE OFFSET AS REQD TO MEET AND CURB Aol ' I R S ' ' BERSS $1.03 8 16 8005162-54 421 o o
0] FILL OVER METAL DECK WHERE OCCURS. EDGE DISTANCES NOTED ; @ \ ~— g" 14 800S162-68 46'-10" 6. USE 16GA MIN. HEADERS AT 16'-0" OPNGS IN 3-5/8" & 4" WALLS
& BLW MTL STUDS 48'CC WISTD "MAX Tn | SILL TRACK TO MATCH
= [ SEE SECT@N WASHER. PROVIDE 6" MIN STUD GAUGE. ATTACH 7. USE 14GA MIN. HEADERS AT 16'-0" OPNGS IN 6" & 8" WALLS UNO
v £ — -~ W LN A BOLTS @ JAMBS TYP TO STUDS AS IN 1. STUDS SHALL BE DEPTH AS INDICATED ON ARCH DRAWINGS
i (] \ 1|7 1-SHOT PIN @ 32'CC @ STD TRACK TYP ' PER L RACKSPLICE < > AND GAUGE AS DETERMINED BY HEIGHT OF WALL AND THE 8. USE HC4-10 HEADERS AT 16-0" OPNGS IN 8"X14GA WALLS
CL TRACK. PROVIDE S1.03 SCHEDULE ABOVE.
\ METAL DECK FASTENERS @ JAMBS DEPRESSION 5103 o' MAX —h | A= 0" max INTERIOR MTL STUDS, REFERENCE Ll 9. USE S2 SILLS AT 8-0" OPNGS IN 3-5/8x20GA, 4"X20GA, AND
| SLOTTED TRACK . PER WHERE OCGURS N MIN ~— 5" MIN ARCH'L FOR STUD DEPTH & SPCG. 2. SEE ELEVATIONS FOR TYPICAL WALL FRAMING 6"X20GA WALLS.
SEE m 8 m SEE ARCHL CONC CURB FOR GAUGE & HEIGHT LIMITATIONS SEE/” B ) CONDITIONS.  \g103
@ o SMS \s103) \s1.03/ L WHERE OCCURS S103 > 10. S2 MAY BE USED AT 16'-0" OPNGS IN 16GA AND 14GA WALLS W/
#10 SMS @ LOW - ~ N ~ - ~— THE EXCEPTION OF 3-5/8" WALLS
~ FLUTES 1%’CC MAX |\ @ / @ 16"CC _ il 5 3. DESIGNATION CONFORMS TO STEEL STUD MANUFACTURERS
E /|/ I\S/II'EI'(L:_ﬁ'(I')Ll{lE%S SEE | /|/ I i ﬂ i Ly A F U L L H E I G HT | NTE Rl O R M ETAL ASSOCIATION STANDARDS. 11. SEE SHEET $1.03 FOR JAMB, HEADER, AND SILL DETAILS
- L/ __] I L |
o ] | : i _ AL 11 \31 _03/ S U O 5. THE MAX. HTS NOTED IN THIS TABLE ARE BASED UPON THE 12. "H4-8" INDICATES HEADER TYPE AND DEPTH
> WALL PERPENDICULAR TO DECK WALL PARALLEL TO DECK — U: _ i o 1 ~— T D VVAL L E L EVATI N USE OF SEISMIC COMPONENT LOAD FP OR A LIVE LOAD OF OF VERTICAL STUD ELEMENTS INSIDE HEADER. "HC4-8" INDICATES
% NOTES: ‘%%SOQ%SQQ?%%E z %%%%é%%%@%% ‘?%%809%0%805? og%%dg%%%é“'@é% @Q%%éeéé 5125001145 5PSF, WHICHEVER GOVERNS. COMPOSITE HEADER W/ ADD'L SCREW REQUIREMENTS - SEE SCHEDULE &
—_— OO~ 0B0 =) ® O~OSOC~0BOOS0 O8O~ 00RO R 0O A0E0SARTEONOTSART
© 1. WHERE WALL IS PERPENDICULAR TO DECK AND CONCRETE FILL OVER METAL DECK OCCURS e ?@ﬁﬁ?ﬁfm = 005' = OQ%O*%?I:ISI Hoéo N
. . T:izizv ﬁ;iz ;T 540SD017-1
g ATTACH TRACK TO DECK W/ 1-SHOT PIN W/ STEEL WASHER @ 24"CC MAX IN LIEU OF SMS. Il 1 13. FOR CONNECTION @ BASE OF WALL AT JAMBS SEE 5103
2 14'MIN < | L @ DEPRESSION @—.LFCWHERE 2 TRACK ATTACHMENT ~
~ 2. WHERE WALL IS PARALLEL TO DECK & WALL CL IS W/IN 1 1/2" OF CL OF LOW DECK FLUTE, @ FC WHERE OCCURS ~ WHERE OCCURS OCCURS MIN DEPRESSION WHERE
» TOP TRACK MAY BE ATTACHED DIRECTLY TO DECK AS IN PERPENDICULAR COND & OCCURS-SEE ARCH'L NOTES:
~
CONTIN E MAY BE OMITTED. S$1.03 1. SCHEDULE INDICATES TRACK ATTACHMENTS REQUIRED 14. FOR CONNECTION @ TOP OF WALL AT JAMBS SEE
O CAL CO 0 CURB CONDITIO $1.03
0 TYPICAL CONDITION URB CONDITION ~— / WHERE JAMB STUDS OCCUR. SEE TYPICAL SILL AND TOP $1.03
~ 3. SEE SHOT PIN NOTES FOR SPACING, EDGE DISTANCE & PLACEMENT REQUIREMENTS. 12 TRACK ATTACHMENT DETAILS FOR BASIC ATTACHMENT .
= AT SMS MAINTAIN 1.5 X DIAMETER MIN SPACING & EDGE DISTANCE. NOTE: JAMB TRACK ATTACHMENT METHOD METHODS (I.E. SHOT PINS, SMS, BOLTS ETC...) & CONDITIONS 15. 'W' WIDTH IS THE MAX WIDTH OF A SINGLE OPENING OR THE
S WHERE SLAB DEPRESSION OCCURS, VERIFY DEPTH 'Y" TYPE SHOT PIN SMS 1/2"@ BOLTS BEYOND JAMB STUDS. SIARE A SINGLE JAMB STUD CoNEIGURATION. AT
g 4. FOR COND @ JAMB STUDS SEE LOCATION & EXTENT W/ ARCH'L WHI,ERE "' EXCEEDS 2.’. 2. LOCATE ALL REQUIRED ATTACHMENTS AS CLOSE TO JAMB SHARE A SINGLE JAMB STUD CONFIGURATION.
< USE PROVISIONS OF CURB GOND STUDS AS POSSIBLE. MAINTAIN ALL FASTENER SPACING AND
S1.04 : J 1 1 1 EDGE DISTANCE REQUIREMENTS. AT SHOT PINS, SEE TYPICAL
a — 5 ; ; 1 NOTES, @ SMS MAINTAIN 1.5XDIAMETER MIN EDGE DISTANCE
& SPCG. AT BOLTS SPACE NO CLOSER THAN 12 DIAMETERS AND
< m S C O NO MORE THAN 9" FROM END OF TRACK.
S /1a\SLIP TRACK TO METAL SILL TRACK TO SLAB 5 . . :
=\
: \u DECK W/O OOFING 103/ S " ; ; z
z W DECK W/O FIREPROOEFIN 31.03 FINAL BID DOCUMENTS
542SD004-12
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6"

= one foot

three inches

one foot

6"

one and one half inches

one foot

6Il

one inch

one foot

three quarters inch
6Il

one foot

one half inch

one foot

three eighths inch

one foot

one quarter inch

16

one foot

one eighth inch

FC 13" FC_ 3"
ATTACH STUDS TO TRACK MIN MIN
LAP WEBS OF TOP TRACKS @ SPLICES @ T&B AS IN TYP SEE | _|FS SEE | _|Fs
EXT E R | O R WAL |_ O P E N | N G 1'-8" MIN W/ 18GA BENT PL SECTIONS 1/2'@ ANCHOR BOLT W/ 7" MIN SECTIONS METAL STUDS CLBM_, SEEARCHL , _FS CLBM _, SEEARCHL , _FS
LAP WEBS OF TOP TRACK CONNECT W/ 6-#10 SMS EA SIDE TYP. $1.03 . EVI\Q\E;EHE&F({@ 3% g\C/JIE\;VE/ Sg)II:_)TS . SEE SEGTIONS 12" MAX 12" MAX
$1.04 F RAM I N G S C H E D U L E \%/%%I?BETASS&@A}%I@CH PROVIDE ADD'L ATTACHMENT 1 @ JAMBS SEE ﬂ - 34"0P.W.PER 340 PW.PER |
" @ JAMB STUDS TO ROOF T I | OPTIONAL CJ DECK SCHEDULE DECK SCHEDULE
SILL ASIN ||| $1.03 #4 EXTERIOR MTL STUDS
WWIDTH | jauBs HEADER i L] METAL STUDS CONT ™ \ || DEPRESS SLAB ' SEE SECTIONS '
MAX 20 GA 18 GA 16 GA 14 GA WHERE JAMB STUDS OCCUR : S1.04, | SEE SECTIONS X |\\ | WHERE OCCURS
@ UPPER FLOOR, EXTEND TO ADD'L #4 _ 1
- T.0. PARAPET WHERE OCCURS \E\ ATTACH STUDS TO #4 CONTMIN__ e DEPRESS SLAB WHERE H >12° ] ToEA IﬁT'\ﬁlng =
4'-0 J2 H4 S2 S2 S1 S1 | ROOF AS IN SEE SECTIONS | | WHERE OCCURS \é | | | |
. — 1/ x> A o
AN : v 8 ) | | :>_ 8 :>_ -OI I | I |
8-0 J3 H4-8 s3 s3 s3 s3 | N / = NOTE: MAX SILL = I | ' |
(BYND) = ST —— a —— SIZES D+ 1/16" a I =T | | 5 | |
120" J4 H4-10 s3 s4 s4 s3 (I | N | | Y S || BN | N | | | N | N | N | A | O | e s |m ~|2 | /|/ | | /|/ |
HEADER AND SILL @ ——— \ > =
OPENINGS PER TYP ! = COND WHERE DECK i i T #3 @ 18"CC (H' <6")
1. SEE SHEET $1.03 FOR JAMB, HEADER, AND SILL DETAILS. ! EXTENDS OVER STUDS \d #4 @ 18"CC (6" < 'H' < 12") #10 SMS @ 12"CC MAX _| 3" MIN #10 SMS @ 12"CC MAX
1.0 | SEE m /|/ / /|/ 44 @ 12'CO (12'< ' < 24%) (2 SCREWS @ 12°CC) (2 SCREWS @ 12"CC)
2. H4-8, H4-10 INDICATES HEADER TYPE AND DEPTH OF ~— : OPE SEE SECTIONS FOR REINF
VERTICAL STUD ELEMENTS INSIDE HEADER. FOR DETAIL, SEE | S1.03 NOTE: L 18GA CONT DECK CLOSURE,
$1.03 | ~ WHERE SLAB DEPRESSIONS OCCURS, VERIFY DEPTH'Y', #4 CONT MIN "\ 12" COORD W/ ARCHL
3. FOR CONNECTION @ BASE OF WALL AT JAMBS, SEE /' AN 6"X18 GA STUDS @ LOCATION & EXTENT W/ ARCH'L. WHERE "Y' EXCEEDS 2", SEE SECTIONS | =
1o | / 16"CC TYP UNO ON USE PROVISIONS OF GURB COND. DECK PERPENDICULAR TO BM N DECK PARALLEL TO BM
: | CURB CONDITION
DASH INDICATES / | PLANS TYPICAL CONDITION
4. FOR CONNECTION @ TOP OF WALL AT JAMBS, SEE m & m MTL STUD WALL | -
' 7 \st.04/ \s1.04/ BYND TYP SEE@ ! ] L] ATTACH JAMB STUDS TO
N N ! FLOORAS | TYP
s/ | EXTERIOR METAL STUD SILL DETAIL
~ = OPEN $1.03 $1.04/ s $1.04/ NECALEDGE AT
' - - DECI(<: W/O C%NC FILL
|
Jopg\l/—:lBN I?\I'I;;UESR@ : " 541SD007-12
VP ! PROVIDE ADD'L ATTACH 11" S T
S1.04 | @ JAMB STUDS TO - ~
i FLOOR AS |®TYP
I l l
T.0. CONC. @ SECOND OO (| | N O Dilnii . | A $1.04
FLOOR OR GIRT (BYND) :E--——\<———- —E e = 4 _E— Al ] —--L — ,|/
: o LAX2X16GA LLV W/ 3-#10 SMS i i STRONGBACK AS IN BELOW
(ol | i e/ i | 1 | il — TOSTRONGBACK&Z-#1OSMSX| ||
. W/ 3/8"@ WASHERS IN CENTER L/
L’;‘EF ALDL g Féf\L'\f'NG BTWN OF 3/16"X1 1/2" VERT SLOTTED L Z/—: il
' > PROVIDE ADD'L STUDS HOLES IN VERT L LEG. I I
| INSTALL SNUG TIGHT ONLY.
. [ WHERE INTERIOR WALLS | | WF BM
| INTERSECT, SEE m | Lﬂ-ﬂ;l /
EXTENT OF STRUCT —_ ||
OPENING DUE TO 5103 MTL STUD | |
OFFSET OPENING ! i ~ | |
ABOVE X ' | |
: - / BRIDGING AS REQD /|/ ~, ¢ ) ,I TV P
. ! % STRONGBACK CONNECTION
EXTENT OF ARCH'L VP
OPENING ] i\ | NS $1.03 @ INTERMEDIATE STUDS T
oy CLWE JAMB STUDS
: o2 e 1
ATTACH STUDS TO TRACK i Z \ SILL TRACK ATTACH . 4
GHERNANN | B S o\ —ssae | fAreanaseansas SR e )
S103 I $1.03 FIXED TO EA OUTRIGGER. SPLICE @ OUTRIGGER -
W2 | ~ . ONLY. SEE ABOVE FOR STUD ATTACH r
I | CURB OR WALL WHERE L4x2X16GA X 0'-3" TYP /I/ CLIPL'S @ BOTH
T.0. CONC. @ FIRST | . OCCURS-SEE PLAN LLV @ STRONGBACK BENT PL DECK CLOSURE 1/8 ‘/ 1 SIDES OF JAMB STUDS
FLOOR SPLICE WHERE OCCURS PER PLAN
\ W/ 3-#10 TO OUTRIGGER PLAN PLAN @ JAMB STUDS
| LENGTHEN AB'S @ S1.04
9" MAX ;L - W - 9"MAX =h |0 W' | A= 9"MAX CURB COND PER 2 . )
6" MIN TYP WINDOW . 6" MIN TYP DOOR 6" MIN MTL STUDS - 34", g 1/2" MAX 1"CLRZn g 1"
WF BEAM PER PLAN — 4l — 4T
CL TRACK SPLICE 104 SEE SECTIONS | MAX
N——"
OR HOLE = | 6"X14 GA UNPUNCHED MTL STUD OUTRIGGER.
SILL TRACK ANCHORAGE FIXED CONDITION | AT FIXED COND, PROVIDE @ EA WALL STUD. 1" CLR =, (= 3/4" " "
9" MAX —h | A 9" MAX SEE | AT SLIP COND, PROVIDE @ 48"CC & ADD P yd METAL STUDS 1" =y 112 METAL STUDS
6"MIN ~ T 6"MIN RS ag - OSALE I — STRONGBACK AS NOTED ABOVE. AT SLIP MAX SEE SECTIONS SEE SECTION
3104 | ARV AN CONDITION WHERE DIST BTWN BM AND STUD ' '
o104 | ,/ A ) DOES NOT ALLOW FOR STRONGBACK INSTALLATION, CONC OVER T, I CUSTOM FABRICATED 14GA I il
. i el % PROVIE 14GA CLIP AS IN AT EA STUD (12" METAL DECK . | | / CLIP L'S OR PRE-MFRD CLIPS 2 | - 2-#10 SMS W/MIN 3/8"Q
TYPICAL BALLOON FRAMING ELEVATION SLIP CONDITION S| £ | MAXCLIPLENGTH) 3 | =1 WASHERS IN 316732 112"
S1.04 PROVIDE SCREWS & A S | & S1.04 ‘,” y ) ~ VERT SLOTTED HOLES
Q1Y s41sD010-48 SLOTS @ MID-DEPTH 3 "+ S B \ |+ + | \J l | (4 TOTAL). INSTALL SNUG
OF OUTRIGGER vl a - —F o i | TIGHT ONLY
AS IN | + ——— | N | A\
T OUTRIGGER STUD i ?ﬁ\ ' |T [ =,
S1.04 I/I @ BOTH SIDES | ___r ] N =
— | C 2 Y OF JAMB STUDS S I
| | I
Vl | | 4-#10 SMS CUSTOM FABRICATED 14GA
7 I CLIP L'S OR PRE-MFRD
1/8 3 | | JAMB STUDS VERTICAL DEFLECTION CLIPS
Vl | 2,30R0 s CLOSURE PL - SEE
FIXED SLIP
VP @ - = FIXED sup
FLANGES 1/8 |
/|/ PLAN @ JAMB STUDS
S1.04 5415D003-12 S1.04/ 5+1sp0028
~— ~— METAL STUD SUPPORT @
CONC OVER METAL DECK
EDGE

2-SHOT PINS @ TRACK ®
TOBM @ 32'CC z
|X| LOI_
o 22
O o oo =
- L N
METAL STUDS . \y AL & 3]
@ 16"CC \ [ o - J N
| STD TRACK TO MATCH i 1 I
| STUD GAUGE /
| 1_’|_ MTL STUDS SLOTTED TRACK 172
| M SEE 18 GA Z CLIPS X WIDTH
| v EA SIDE 4-#10 SMS EA OF STUDS @ 32"CC W/
« TRACKTO END BACKING PL S1.03 SHOTPINEAENDTOBM |
% : PNEEEI Y , MTL STUDS 122 | | T
- . qa FINISH, SEE MTL STUDS SEE
. [— / \ 4 I// ARCH N | 4-#10 SMS /|/ SECTIONS /|/ 2-#10 SMS @ TRACK
o | \ { de g EA STUD TYP STEEL W/O STEEL W/ TO EACLIP
z ¥ T —1; — T FIREPROOFING FIREPROOFING
i I T;’I 7] gl < I%] B 3 <
< S IL| —— FINISH, SEE iy 1T [t It It NOTES:
o I 5 ARCH + + 7
- K | = 1. PROVIDE Z CLIPS AS REQ'D FOR FASTENERS @ JAMB STUDS SEE {——
o .
| N——""
T SHEATHING ATTACHMENT 16GA TRACK i 2. AT SOFFIT HANGERS, STUDS MAY BE ATTACHED AS SHOWN ABOVE
) 70 STUD - DO NOT | 4T WITH THE FOLLOWING MODIFICATIONS:
e ATTACH TO TRACK | /|/ A. USE STD 18 GA DEEP LEG TRACK IN LIEU OF SLIP TRACK. PROVIDE 2-#10 SMS EA SIDE
S | | OF HANGER.
Q s - MTL STUD EA SIDE A 6"X16 GA UNPUNCHED HE 6"X16 GA UNPUNCHED LAP FULL WIDTH B. WHERE FIREPROOFING OCCURS, USE 14 GA Z CLIPS @ EA HGR. ATTACH TRACK
) | OF JOINT MTL BACKING TRACK, MTL BACKING TRACK OF STUD AT TO CLIPS W/ 3-#10 SMS LOCATED WITHIN 1/2" OF EA EDGE AND AT MIDDLE OF TRACK.
(T CLIP FLANGES TO CLEAR ’ BACKING TRACK ALIGN Z CLIPS W/ HANGERS (£1 1/2").
CLIP FLANGES TO CLEAR
: | STUDS . STUDS SPLICES C. WHERE NO FIREPROOFING OCCURS, ATTACH TRACK TO BM WITH 2-SHOT PINS
g | @ 16"CC LOCATED WITHIN 1/2" OF EA EDGE OF TRACK.
PLAN ELEVATION PLAN ELEVATION
-y L=\ =L VAALIMIN —_— =Y
" 3. STUDS & HGRS MAY BE OFFSET FROM BM FLANGE UP TO 9"
~ @ STUDS & 6" @ HGRS WITH THE FOLLOWING MODIFICATIONS:
[3) SINGLE BAY CONDITION CONTINUOUS CONDITION A. AT STUDS, PROVIDE 16GA Z CLIP & 3 SHOT PINS
w EVENLY SPACED WHERE 'X'>3".
= NOTE: IN LIEU OF TRACK, A 6"X16GA FLAT STRAP MAY BE USED TO SUPPORT LOADS UP TO 20 LBS/FT W A MAX. B. AT HANGERS, WELD CLIP TO BEAM
T CONCENTRATED LOAD OF 50 LBS. STRAP SHALL BE CONT OVER 3 STUDS MIN. ATTACH AS NOTED ABOVE. AS SHOWN, WHERE 'X'>3",
S
& s |/ 1
: SION JO TYPICAL BACKING DETAIL /o SLIP TRACK TO /™ :
a EXPANSION JOINT DETAIL i) s
S1.04 41SD006 _ S1-04 S S1.04
< LI 31.01 TEEL BEAM 31.04
: 5425D006-12
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HILLIARD ARCHITECTS INC. COPYRIGHT

(45)

S3.01 (E) BLDG
S3.

(46)

MTL STUD INFILL @
/ (E) WINDOW OPN'G

e
e
L

#4 X 30" DOWEL @ 54"CC TO ALIGN W/ SLAB REINF.
EPOXY DOWEL INTO (E) CONC W/ 4" EMBED, TYP
THROUGHOUT. DO NOT CUT (E) REINF.

D) D
C C

\$1.0/

4" CONC SLAB ON GRADE
W/ #3 @ 18"CC EAWAY,
TYP. SEE PLAN NOTE #4

TOC = +0'-0"

n CNJ, SEE NOTE #7

_|_F.O. (E)BLDG

/

_—1| - O"
TYP UNO

\s5.01/ “\s1.02

N—"

720" (V.IF.)

(E) 4'-0" SQ X 1'-6" THICK
FTG W/ 4-#5 EA WAY

1| - Oll
TYP UNO

5/

i
I
I
I \
3-0"SQ X 1'-6"

THICK FTG W/
3 -#5BARS EW )

| ES

A

Y

@

@

N

@

PARTIAL FOUNDATION PLAN — 3/8"=1-0"

FOUNDATION PLAN NOTES:

1.

10.

11.
12.

FOUNDATIONS SHALL BEAR ON COMPACTED EXISTING SOIL OR ENGINEERED FILL. SEE SHEET S1.01
FOR FOUNDATION INFORMATION.

VERIFY ALL BUILDING DIMENSIONS AND ELEVATIONS W/ ARCH'L DRAWINGS. NOTIFY THE ARCHITECT &
COR IMMEDIATELY IF THERE ARE ANY CONFLICTS W/ DIMENSIONS SHOWN.

DIMENSIONS SHOWN ARE TO CL OF COLUMN OR FACE OF STUD, UNO.

SLAB ON GRADE SHALL BE 4" THICK CONCRETE W/ #3 @ 18"CC EW AT MID-DEPTH. CONCRETE SHALL
BE INSTALLED OVER 4" CLEAN CRUSHED ROCK OVER 15 MIL VAPOR RETARDER. TOP OF CONCRETE
SLAB IS +0'-0" UNO.

CONTRACTOR SHALL SUBMIT AN EDGE OF SLAB PLAN TO ARCHITECT & STRUCTURAL ENGINEER FOR
REVIEW. SUBMITTAL SHALL BE DIMENSIONED AND LOCATED RELATIVE TO STRUCTURAL GRIDS.

PROVIDE 3" MIN. CONCRETE COVER AT STRUCTURAL STEEL AND ANCHOR BOLTS BELOW GRADE TYP.
PROVIDE SLAB ON GRADE CONTROL JOINTS (SJ) AS INDICATED PER @
S1.02

TYP @ ALL INTERIOR SLABS. CONSTRUCTION JOINTS (CJ) MAY
REPLACE CONTROL JOINTS AS REQUIRED.

N—"

SEE SHEETS S1.01 THRU S1.05 FOR GENERAL NOTES & TYPICAL DETAILS WHICH ARE APPLICABLE TO
ALL DRAWINGS UNO.

IT 1S THE CONTRACTOR'S RESPONSIBILITY TO COORDINATE SLAB CONTROL JOINTS WITH ANY
ARCHITECTURALLY EXPOSED SLAB AREAS OR THE LOCATION OF TILE CRACK CONTROL JOINTS.
VERIFY SPECIAL CONDITION CONTROL JOINTS WITH ARCH'L DRAWINGS.

SEE ARCH'L & CIVIL DRAWINGS FOR ALL EXTERIOR CURBS, FLATWORK, PLANTERS, RAMPS, ETC.

CONTINUE ALL REINFORCING IN CONTINUOUS FOOTINGS THROUGH SPREAD FOOTINGS, TYP, UNO.

TEMPORARY LOADS APPLIED DURING CONSTRUCTION HAVE NOT BEEN CONSIDERED IN SLAB
ON GRADE DESIGN.

INDICATES TOP OF FOOTING ELEVATION WITH RESPECT TO REFERENCE TOP OF CONCRETE
(+0'-0") THE BOTTOM OF ALL FOOTINGS SHALL BE AT LEAST 24" BELOW ADJACENT MINIMUM
PREPARED BUILDING PAD ELEVATION (ON ALL SIDES), TYP UNO AND AS SHOWN ON SECTIONS.

14.— - - — INDICATES EDGE OF MOISTURE CONDITIONED NATIVE SOIL OR ENGINEERED FILL AROUND

15.

16.

17.
18.

19.

20.

21.
22.

23.

24.

25.

26.

ENTIRE FOUNDATION FOOTPRINT. PREPARE PER RECOMMENDATIONS OF SOILS REPORT.

+0'-0" INDICATES TOP OF CONCRETE SLAB ELEVATION RELATIVE TO REFERENCE T.O.
CONCRETE +0'-0".

|\©

o
INDICATES HSS COLUMN & SIZE. FOR BASE PLATE, SEE 55,01 TYP UNO.
N—

FACE OF CONCRETE @ PERIMETER OF BLDG SHALL BE 1/2" OUTSIDE FACE OF STUD, TYP UNO.

CONTRACTOR SHOULD ANTICIPATE ENCOUNTERING (E) FDNS ASSOCIATED WITH FORMER BUILDINGS.
CONSIDER THAT ADDITIONAL EARTHWORK WILL BE REQUIRED FOR MITIGATING THE REMOVAL OF THESE
FOUNDATIONS.

THE DIMENSION BETWEEN GRIDS J AND FACE OF BUILDING IS APPROXIMATE AND IS INTENDED TO
ACCOMMODATE THE POTENTIAL VARIABILITY OF THE EXISTING BUILDING. STRUCTURAL ELEMENTS
ADJACENT TO GRID J SHALL BE THE FULL DIMENSION SHOWN ON THE PLAN OR GREATER. WHERE
SURFACES ARE SHOWN IN CONTACT, CONTRACTOR SHALL FILL VOID W/ MATERIALS INDICATED.

VERIFY ALL DIMENSIONS AT EXISTING BUILDINGS IN THE FIELD PRIOR TO FABRICATION AND
CONSTRUCTION. NOTIFY THE ARCHITECT IMMEDIATELY IF THERE ARE ANY CONFLICTS.

ALL CONSTRUCTION IS NEW UNLESS NOTED AS EXISTING (E) ON THE DRAWINGS.

INFILL (E) HOLES IN SLAB ON GRADE, BASE AND SUBSOIL WHERE OCCURS. USE PROPERLY COMPACTED
FILL PER SOILS REPORT.

INDICATES (E) CONCRETE WALL

GC SHALL SAW CUT HOLES IN (E) CONC WALL @ MECH'L DUCTWORK OPNGS PER TYP
DO NOT CUT (E) REBAR. DO NOT OVERCUT OPNG. S3.01

SN——~"

GC SHALL PROVIDE EQUIPMENT PADS @ MECH'L UNITS AS INDICATED ON MECH'L DWGS. FOR DETAIL
@ CONC EQUIPMENT PAD ON GRADE, SEE GC SHALL COORD CONC PAD LOCATIONS,
DIMENSIONS, & EXTENTS W/ MECH'L DWGS.

S3.01

N——"

C—— INDICATES 6" X 18 GA EXTERIOR METAL STUDS @ 16"CC. FOR DETAIL @ EXT
METAL STUD WALL, SEE TYP.

S1.04
N—"
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HILLIARD ARCHITECTS INC. COPYRIGHT

- ~
PROVIDE NWC OVER METAL DECK
EQUIPMENT PAD W/ #3 @ 18"CC FOR
EXTENT OF MECH'L UNIT. FOR DETAIL TYP@_, TYP @ WF
@ CONC PAD SEE S3.01 BM CONN \s3.01
' | (E) CONC WALL ~— < , .
S3.01 /
N
x\ (%)
> < :
= A
® WA10X12 C12X20.7 LEDGER
/- W10X12 wi2x14
W10X12 \_
A AV oA
N S S S SS
) I_/_Z_A_L_L_L_AI L/JWMZ_L_AI
¢ W10X12 W12x14 .
WwW12X14 JACCU '_ 'ACCU W10X12 I e i
" B-36' W10X12
270# ‘I!’ ‘Iy 270# - 11/2" X 18GA 'B-36 | K
W10x12 METAL DECK, TYP CONN TO (E) 1™ ~~
CONC WALL a
> PER [[~
C |
S3.01 ]l
N
L'
[ )
W12X14 \ ) W12X14 Y
p)
C
r—
6-AHU\ 5545# TYP
E S1.04
\s3.01/ W12X14 W12X14 W12X14 W12X14 X
~N~—" Tt rro e .
o A WA A A A A A A A A e ANy
% © A A N NN N NN NN ) SN A A A A A" L A
- N SRS ST ST S ST ST S S S SRY S SSSSSSSSSSSSSSSR Ao oA
E < SIS RN S SSSSSSSSSSSSRY S SS S SSSssssBY AN S A | I
3 1 § S NNV GV A A A L VI b N
¢ VP Sl T R R S A A S S A G A S A A P VI I N
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= yi
W12X14 / W12X14 W12X14 [
PROVIDE NWC OVER METAL DECK
EQUIPMENT PAD W/ #3 @ 18"CC FOR
EXTENT OF MECH'L UNIT. FOR DETAIL
@ CONC PAD SEE
p)
) S3.01
1 1 _T
W12X14 |
W12X14 [ i
5=
CONN WF BEAM |
TO (E) SHEAR TAB i
AT (E) COL VP %
N~
o
(E) COL . S5.01 $5.01 k
Q\\q, N
/ N D)
X ('\% >
| | 2 | [W15X40 | |
E ;t(l'\ E—1——q F————o L ——— 4 M |
. \ " HDR HADR . _HDR
— SEISMIC BEAM CONN SIM
TOCOLPER ( E >
S5.01 S3.01
1-0" 8'-47/8" 8 -47/8" 8'-47/8" 8' - 4 3/4" N

@

N

@

@

PARTIAL ROOF FRAMING PLAN — 3/8"=1-0"

ROOF FRAMING PLAN NOTES:

1.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

20.

VERIFY ALL BUILDING DIMENSIONS AND ELEVATIONS W/ ARCH'L DRAWINGS. NOTIFY THE ARCHITECT
IMMEDIATELY IF THERE ARE ANY CONFLICTS W/ DIMENSIONS SHOWN.

DIMENSIONS SHOWN ARE TO CL OF COLUMN, FACE OF STUD, FACE OF BLOCK OR CL BLOCK UNO.

SEE SHEETS S1.01 THRU S1.05 FOR GENERAL NOTES & TYPICAL DETAILS WHICH ARE APPLICABLE TO
ALL DRAWINGS UNO.

SEE SHEETS S5.01 FOR TYPICAL STEEL DETAILS.
SEE SHEET S5.01 FOR TYPICAL METAL DECK DETAILS.

05

—‘

INDICATES ELEVATION OF TOP OF STEEL FRAMING AND BOTTOM OF METAL DECK.

% INDICATES BARE METAL DECK. ORIENTATION AS SHOWN ON PLAN. PROVIDE DECK
WELDING TO ALL BEAMS PER

S5.01
~—

W18x35 (32) INDICATES BEAM SIZE, NUMBER OF 3/4"@ WELDED HEADED STUDS, AND UPWARD
c=1" CAMBER (WHERE NO CAMBER IS SPECIFIED FABRICATE WITH NATURAL MILL CAMBER
UP). PROVIDE 3/4"@ STUDS @ 24"CC MIN AT ALL BEAMS THAT RECEIVE MTL DECK AND
CONCRETE, TYP. PROVIDE SPACING OF STUDS AT 12"CC AT ALL BEAMS W/
CONNECTIONS INDICATED AS (— ® @@ < )UNLESS MORE STRINGENT
REQUIREMENT IS NOTED ON PLANS.

ALL BEAMS SHALL BE EQUALLY SPACED BETWEEN DIMENSIONED COLUMNS, GRIDS, OR BEAMS
WHERE OCCURS, TYP UNO.
5 6

FOR TYPICAL BEAM TO BEAM CONNECTION, SEE OR UNO.
\s5.01/ ~ \ss01/
N—" N—r"

FOR TYPICAL BEAM TO COLUMN CONNECTION, SEE @
S5.01
N—"

x INDICATES HSS COLUMN. SIZE INDICATED @ BASE LEVEL OF COLUMN ONLY.

VERIFY ALL ROOF OPENINGS, LOCATIONS & DIMENSIONS WITH ARCH'L DWGS PRIOR TO FABRICATION
AND DETAILING. ALL ROOF OPENINGS SHALL BE REINFORCED AS SHOWN ON TYPICAL METAL DECK
SHEET S5.01. ADD'L WF BLKG MAY BE REQ'D @ ROOF OPNGS AS SHOWN ON PLAN OR WHERE OPNGS
EXCEED PROVISIONS OF TYPICAL DETAILS.

CONTRACTOR TO COORDINATE EXACT LOCATION OF FRAMING MEMBERS SUPPORTING MECHANICAL
UNITS & SIMILAR ITEMS NOT DIMENSIONED ON PLAN.

v / INDICATES MECHANICAL UNIT. ALL BLOCKING BEAMS SHALL BE W10x12 UNO AND SHALL BE
LOCATED DIRECTLY BELOW UNIT EDGES AND/OR CURBS, SEE MECHANICAL DRAWINGS FOR

ALL VISUALLY EXPOSED STEEL SHALL MEET 'ARCHITECTURALLY EXPOSED STRUCTURAL STEEL'
REQUIREMENTS. SEE ARCH'L DWGS AND SPECS.

-WEIGHTS AND ATTACHMENT OF UNIT/CURBS TO STRUCTURE.

_HDR__ |NDICATES MTL STUD HEADER PER@
S1.04

N——

®——— INDICATES SHEAR TABS AT COLLECTOR CONNECTIONS. SINGLE DOT INDICATES ONE COLUMN
®0—— OF BOLTS AND DOUBLE DOT INDICATES TWO COLUMNS OF BOLTS. FOR SHEAR PL INFO AND
NUMBER OF ROWS OF 7/8"@ SC HSBs, SEE SCHEDULE

S5.01
~—"

DO NOT CUT (E) REBAR. DO NOT OVERCUT OPNG.

GC SHALL SAW CUT HOLES IN (E) CONC WALL TO PASS MECH'L DUCTWORK PER@ TYP
S3.01

GC SHALL PROVIDE CONC EQUIPMENT PADS @ MECH'L UNITS AS INDICATED IN MECH'L DWGS. FOR
DETAIL @ EQUIPMENT PAD OVER (E) CONC, SEE TYP. GC SHALL COORD CONC PAD LOCATIONS,
DIMENSIONS, & EXTENT W/ MECH'L DWGS.

S3.01

N—"
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L WF BEAM PER PLAN .
B N A e 5/8"@KBTZ EXPANSION ANCHORS @ 12"CC MAX STAGGERED o8 8 4|4 8 g | EXTENT OF (E) WINDOW OPN'G_
o T =1 T T T T 0 0 =1 T T 0 o 2"
| - 5/8"% KB-TZ ANCHORS A C EQ_, _EQ_
I PE REMOVE (E) BRICK AS REQ'D
2 / TO INSTALL C LEDGER, PLATE
z S3.01 & THR'D RODS, TYP
o N——r>
= SAWCUT ——_ | _— CAREFULLY REMOVE
e — ! - 2 REMAINING WEDGE, SEE PLAN Y
_ (E) OPN'G 0 & -
o CONC Z DO NOT OVERCUT TOS &
+ + + + + + + I + + + + + + + | %LLL QER s < + + i
< = < H 5 < PLAN 5 2 ! g : © |
- g O
+ + + + + + 4 + + + + ! <o & S + + + !
|\ Sz & (E) CONC SLAB —/*\ "~ (E) CONC SLAB TO o
Z5 & TO BE REMOVED \ REMAIN 7 Y
1 1 LIJ =
A \ \ Y C LEDGER PER &
CLEDGER 1 ~— SAWCUT PLAN & e | A
\ 2 - 5/8"Q% KBTZ EXPANSION SAWCUT (E) WALL 3 \35 01 / W|
SPLICE AS REQ'D ANCHORS (4 TOTAL) TYP FOR (N) OPNG PER g S3.01, 2
@ EACH WF BEAM) SEE ARCH'L FOR - DRILL 1 1/2"@ MAX
ADD'L ANCHORS @ EXACT DIMS. $3.01 S HOLE EA CORNER SHEAR TAB & # OF —— 1/2" PLATE
LEDGER SPLICE WF BEAM DO NOT OVERCUT 5 PRIOR TO SAWCUT A325-SC BOLTS ; ; ;
NOTES: g PER 2'— | 8 | =2 WF BEAM PER PLAN
1. ALL EXPANSION ANCHORS SHALL HAVE 4" MIN. EMBEDMENT TYP. < <501 3 5/8°G THREADED
\ ~ ~ RODS W/ 6 1/2" EMBED
n IN (E) CONC WALL W/
= HILTI HIT-HY 200 EPOXY,

TYP

SAWCUT OPENING IN
ELEVATION tgoy— "= 1 ELEVATION (g EXISTING SLAB OR WALL ‘& DETAL (gg)— 1= 10

SN— S—" 329SD012-4 SN—"

CONC PAD @ MECH'L UNIT, MECH'L UNIT PER PLAN

SEE PLAN. ,
THICKNESS PER MECH'L DWGS / & MECHL DWGS
(4" MIN, 8" MAX) VAV GV AV S S SV S SV AV v SV v SV S S S AV A S A A S 4
XSS ST ST S ST TS S ST ST SIS
SN S ST TS ST TS ST TS ST S ST ST S ST
e g e e o A
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ANCHOR UNIT PER S ST RS S S S S SSSSSSSSSSSSSSS SEE MECH'L/ ELECL —— PAD TYP AT PERIMETER
MECH'L DWGS. SIS ST S ST S S SIS S S S DRAWINGS FOR EQUIP . TENSION TEST TO 3600# I A S S S G G HOUSEKEEPING PAD AS REQD.
C} SEE PLAN MTL DECK PER PLAN Y, NNy Yy Yy Yy, ATTACHMENT 18 S e A O S A S G SEE MECH'L DWGS FOR LOC & EXTENT
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ﬁgz?wm R 1 (N 5 posEss w0 0000000000000000400 /7
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NG BEAM WHERE CONC O/ MTL DECK PLAN, TYP Sl =TT
OCCURS PROVIDE WELDED =l B COORD W/ EQUIPMENT LAYOUT M #4.@12'CCEW, TYP
STUDS @ PERIM OF CONCRETE - =
PAD, MIN 2 PER WF BEAM. FOR
DETAIL SEE
SECTION (ggp)— 12 = 10" DETAIL (g — 1"=1-0" DETAIL (g5 — 34"=1-0" DETAIL (gg)— 1/2"=1-0
S3.01 S3.01 S3.01 S3.01
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- MTL STUD WALL PER PLAN & 10 o
(E) MTL STUD WALL S8y JFS S1.04 PW @ METAL DECK TO TOP TRACK
WF BEAMAS IN
@SM ‘ HSS COL BYND HSS4X4X1/4 @ 8'-0"CC MAX
PER PLAN . 6" OR 8"X18 GA MTL INFILL CTRD OVER WF GIRDER
(E) CONC WALL S STUDS @ 16"CC, TYP ) ;
" | CONC SLAB ON PER PLAN REMOVE (E) BRICK FOR —— PW @ METAL DECK TO (E) CONC WALL PER PLAN ) %Ii#:lr(())sl\z/lEST%-'lgE%CK@ BENT
112 Fﬁ? VE/@O?:(T | | GRADE PER PLAN INSTALLATION OF C LEDGER WE BEAM AS N _\ | m
- & ANCHORS AS REQD. TYP @ HSS
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(E) SLAB @ SIM | ‘I I‘ 30" ALIGN W. SLAB REINF. IN ARCHED CONFIGURATION 30.01 INSTALLATION OF C LEDGER PER PLAN
(E) CONC FLOOR CENTERED ABV C LEDGER & ' ) :
Y & ANCHORS AS REQ'D. MTL DECK CONTIN BENT PL
00" N CONG SLAB ON REPLACE AFTER C LEDGER METAL DECK REMOVE (E) BRICK COURSES I 16GA@EDGE — =}
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<=— PUDDLE WELD
ronr SEE@ ﬁ;kg;géfN%HﬁT PINS AT (12/2@15| I||§|\T/||BK|5EE)_)TZ 2-#10 SMS EACH
2"LAPAT —5tl 1 S5.01 EMBEDMENT INTO LOW ) LOW FLUTE (2 FLUTES 530300011
&Y swosuEmcer b CONNECTION SCHEDULE
METAL DECK C G SC U 513500011 S5.
| g | | 2 DECK WELDING SCHEDULE 5501
TO BEAM S
NO. & DIA. 2
BEAM SIZE A325-N SHR PL T MAX. LOAD
PUDDLE WELD + ¥ DECK DEPTH & PERPENDICULAR | PARALLEL SIDE DIAPHRAGM BOLTS W CAPACITY
TO WF SEE \ ——————— TYPE GAUGE SUPPORTS SUPPORTS LAPS SHEAR
—=11/2" MIN BRNG CAPACITY ; . y K
S5.01 ~ OPTION IN LIEU 14 GA COUPLING NUT ' 51000 CHANNEL C8&C10 2 -7/8"0 1/ 3/16 26.1
< OF LAP SPLICE CLIP i " 7 PINS PINS DG
. \ SCREWED TO DECK ROGE R oK 11/2"X18 GA PER SHEET @ 12°cC | 24" & 15154, W8 & W10 2 -7/8"0 114" 3/16" 26.1 K
TOP SEAM WELD il WF BM SEE =Q EQ = =Q . 1/4" . K
SEE i PLAN 50# MAX AT 1 1/2" DECK (20 GA MIN) 1. DG = DETLA GRIP. W12 & W14 3 -7/8'0 3/16 39.1
100# MAX AT 3" DECK (20 GA MIN) ]
S5.01 PUDDLE WELD 75# MAX 300# MAX AT LW CONC 500# MAX @ 2'-0"CC MIN SPACING 2. METAL DECK SHALL BE VERCO OR APPROVED EQUAL, OF TYPE W16 4 -7/8"Q 3/8 1/4" 783 K
~ / TO WF SEE @ 2-0"CC 400# MAX AT NW CONC @ 3-0"CC AND GAUGE SHOWN ON PLANS AND WELDED AS SHOWN ABOVE.
—U - MIN SPACING @ 2'-0" MIN SPACING MIN SPACING W18 5 -7/8'Q 3/8" 1/4" 97.9 K
/ S5.01 3. AT COMPOSITE FLOOR DECKS, 3/4"@ SHEAR STUDS MAY SUBSTITUTE
SPLIT MTL DECK S5.01 METAL DECK W/ CONCRETE METAL DECK W/O CONCRETE FOR 3/4"@ PUDDLE WELDS. W21 5 -7/8'0 3/g" 14 979 K
WHERE WF DOES
=t . n n " K
NOT OCCUR AT METAL DECK 4. SEE (5 FOR TYPICAL WELD PATTERNS. w24 6 -718'0 3/8 1/4 17
LOW FLUTE W/ MIN PARALLEL S5.01
11/2"BRNG TOBEAM S5.01/ 530sp007-12REV w27 7 -7/8'0 3/8" 1/4" 137K
\_/A) ~— 5. SEE FOR METAL DECK WELDING AT STRUCT STEEL SUPPORTS. <
S5.01 W30 8-1"@ 3/8" 5/16" 152
18 GA FILLER PL e o ~
6. ALL METAL DECK SHALL HAVE TWO SPANS MINIMUM. W33 9-1"Q 1/2" 3/8" 227K
SEE\ gz 91/ FOR \ 7. PROVIDE SHORING AS REQUIRED AT ALL DECKS PER MFR RECOMMENDATIONS. W36 10-1"Q 5/8" 3/8" 275 K
~— WF BM SEE
ADDL PARALLEL PLAN 1. THIS SCHEDULE APPLIES TO NON-FRAME CONNECTIONS, TYPICAL.
CONDITIONS - 2. LRFD LOAD CAPACITY PER AISC MANUAL 13TH ED., TABLE 10-9A.
3. ALL SHEAR TABS @ COLLECTOR CONNECTIONS (INDICATED ON PLANS
NOTE: PROVIDE 2 ROWS OF PW AT ALL DRAG LINES SHOWN ON PLAN 530SD002-1 AS ¢ & e ) SHALL BE ASTM A-572 GR 50 PLATE MATERIAL
(BEAMS W/ SPECIAL END CONNECTIONS © 00, @ oo, >)
DETAIL %9/  WELD PATTERNS
85 01 530SD003-12 N
27 METAL DECK W/O CONC D D D |
TO WF BEAMS 12" 12"
N | A= N L1 1/2x1 1/2x3/16". INSTALL Q DECK TYPE PROFILE NO. 3/4"@ PW
ANGLE EITHER ABOVE PER SHEET
DECK OR BELOW DECK N
BEFORE CUTTING HOLE - 130"
TYPE B36
I EQ | EQ [ 36" 7
a METAL DECK
) 12" N e |t A 11/2"
/
e - | 2-11/16"0 HOLES FOR TYPPLTO | 102
X ORER d 3/4"0 X 20" F1554 GR 36 HSS-SEE /" 7 1vp
~ . | ANCHORRODS W/ DBL SCHEDULE < 1"CLR 134" ~h | CLBOLT TYP PLTO
| 3 NUTS AND 6" PROJ TvP TYP w | T HSS SEE
\ J L = 501 SCHEDULE
A Hhd = Y WF BM SLOT HSS COL a
u ] ! c
SECTION A-A | i )~ SHOWN DASHED \ S$5.01
- = - - | |
Q e) Y | i \l\‘\ \
TYP EA ‘ w - + \ + L i |
______ —
18 |/ 112 \FLUTE I \ T 2 n ;]-
A &
-~ " n —_—— — — O m O
NOTE: APPLIES AT HOLES FROM 6" TO 24" WIDE - COLUMN FLOWABLE NON- - 2—'.; 2 3| o PASS PL OF DEEPEST
"IN METAL DECK WITHOUT CONCRETE SEE PLANS SHRINK GROUT N N BEAM THRU HSS COL . " ;
1/2" ' SLOT HSS COL 23/4" N [ 3" g 13
- TO PASS PL < : >
END OF PL SEE SCHEDULE \
D ETAI L W / WF BEAM SEE SCHEDULE  \S5.01
DETAIL $5.01/ e CLBOLT| _| A~ 134" 4 SEE PLAN COL ABOVE WHERE FOR NUMBER OF ~~—
S5.01 ~— TYP S5.01 OCCURS, SHOWN ., |ROWSOF 7/8"@ SC HSB'S
. 531SD003-12 . ~—" DASHED
~— 13/4" —~, 234" 41/2"| SHEARPLT=T, +1/8"
. | = o —r e CL BM CAP PL - 'WEB
| SCHEDUEE | WECI;BE oF AND COL AS IN ONE PIECE
W S5.01 THRU COL
SEE " n n "
SCHEDULE | 134" 2N, (1 23/4 SEE | 134" N, 1 23/4 5 BEAM ONE OR TWO SIDES BEAM TWO SIDES y (A572, GR 50) %
w FACE OF SCHEDULE / \y | FACE OF e - COPE FLANGE g\éE I;Ié ;(E)DHUSLSE, | St sl o |®
WEB WES SN < AS REQD AT 1/4" CAP PL | I I Elrz o
5,01 ¥ . $5.01 ¥ . o] b ¥3 ONLY /316 |,/ i X2 &
ol @ |/~ COPE FLANGE ~ al® COPE FLANGE Y I S5.01 | J -
= T&B AS REQD = T&B AS REQD | 20 | i \
A= I i lxS / I - |+ PJP TYP, CJP @ COLUMN ABOVE m + + i I+ - ] . !
| A | / Ee) - FRAME* N WHERE OCCURS, ! Il A
I I C { Hro ) |+ SHOWN DASHED \85.01 + 4 |+ . 1 —84+0
\ I B ol o~ WF BEAM M : AN - o| ©
[ ) - oo b ’ ge) ’ SEE PLANS { + o+ + 1 - - - — 9
N & o " !
¥ 18 - - WF BEAM OR R i~ : + . _ NOTE: A CAP PL 114" AT TOP, | DN | R B
ol GIRDER, SEE Q | (- < IF A>6" EXTEND = . . r A
o otE i : PLAN ° = - - + 1 SHEAR PL TO MATCH - Q OCCURS ABOVE N AN [
| WF BEAM OR : I OPPOSING SHEARPL oo & o s J e\ 0\ N /S | 5
: : v (i 2] GIRDER, SEE > OPPOSING SHEAR PL = - \! =~ ="~ —— = | | ®
I 2 PLAN - = 4 i ) + Il | I I
3 - FOR PL T’ AND WF BEAM OR @3 b . | | | TR
3 , - WF BMS, SEE PLANS
%) > )
I / FOR PL T AND BOLTS, SEE@ GIRDER, SEE PLAN 5 ol F . : |L | |
BOLTS, SEE
: $5.01 ] I L Nl | BEAM NEAR SIDE NOT
POLTS S 13/4" ] <501 13/4" N | _END OF ~ 134 P < ENDOFBM "Hiss see % TOPASS LS 7 Ml 7 o o S L pL | | SHOWN FOR CLARITY
. BM < T TTBM SCHEDULE / W TYP TYP : +11
2z NOTE:  CONTRACTOR MAY USE HORIZONTAL SHORT SLOTTED HOLES ﬂI // Il : NOTE: SIMILAR CONDITION AT 1-ROW SC SEISMIC
NOTE: FOR THESE CONNECTIONS ONLY. THE SHORT SLOTTED HOLES | SEE SCHEDULE . n :
T | CONNECTION WHERE INDICATED ON PLAN BY MK@
CONTRACTOR MAY USE HORIZONTAL SHORT SLOTTED HOLES FOR SHALL BE IN THE SHEAR PL WITH HARDENED WASHERS S5.01 CLIP FLANGE TO wo| @ |
THESE CONNECTIONS ONLY. THE SHORT SLOTTED HOLES SHALL PROVIDED OVER THE SLOTS. TYPE 'N' BEARING CONNECTIONS ~— CLEAR AS REQD — : | e _
BE IN THE SHEAR PL WITH HARDENED WASHERS PROVIDED SHALL BE USED UNO ON THE DRAWINGS. S5.01 1 D ETAl I_ m
OVER THE SLOTS. TYPE 'N' BEARING CONNECTIONS SHALL BE USED. ~—
BEAM THREE OR FOUR SIDES SEE C 134" — | BM 2 SIDES SEISMIC TIE WE BEAM \S5 01/
DETAIL T e RO
D ET Al L S5.01 ~ iz PL DEPTH TO MATCH 5125D026-12
N 513SD003-12 DEEPER BEAM
S5.01/ Fissoooz 12 BEAM TO BEAM - TWO SIDES
~—" BEAM TO BEAM - ONE SIDE 412" TN | HSS COL
SEE SCHEDULE FOR WELD SIZES TYP ™YP B SEE PLANS
S5.01 ELEVATION
*CJP WELD @ FRAME COL SPLICE IS A
DEMAND CRITICAL WELD TO BE
— SEE PLAN ~ D ETAI |_ PERFORMED IN ACCORDANCE W/ AISC
- - S5.01/ s 341 SECTION 7.3B AND APPENDIX W6
- PLACE INDICATED NUMBER OF STUDS AS - ~ FACE OF _, —1 1/2" MIN
DETAILED IN NOTE NUMBER 4 BELOW VERT || CLSTUD
em CLOSURE
, | (Toa4 1/2"CC MIN S501 MID-HT _ = 1 1/2"MIN
9z 24" CC MAX ~— ' OF WEB CL STUD
O .
¥ TERMINATE HIGH FLUTE AND ,
PROVIDE VERT CLOSURE " -
. . . PR Fu— . . .
= : i N : : = FLAT CLOSURE PL- THICKNESS PL. SEE DETAIL AT LEFT CONG OVER " #E?SSEEAE')“ET AlL
DETERMINED BY MTL DECK FOR CLOSURE THICKNESS VETAL DEGK ATLEET
- CL BEAM , SUPPLIER, 16 GA MIN REMOVE DASHED 2" VP
§ §
T ' 4 SECTION OF DECK .
S TYPICAL WF BEAM P CONC OVER 3/4"0 SHEAR |
& 28) »|= METAL DECK - CONNECTORS p "
> ~__ y SEE PLANS — e | L \— e 1 L NG
Q INDICATES NUMBER OF - — - /, ‘\m— \m
(<) OF 3/4"@ STUDS Iy 7 / N
o REQUIRED ON BEAM il \
S NOTES: 5 z — - ATTACHMENT AND ] REMOVE DASHED
> 1. SHEAR CONNECTORS FOR COMPOSITE BEAMS SHALL BE AUTOMATIC WELDED HIGH STRENGTH 3/4"@ NELSON HEADED ANCHORS 0o DECK WELDING ) SECTION OF DECK REINFORCING
- OR APPROVED EQUIVALENT. ICL) < PER SCHEDULE 1 1/2" MIN OR PER PLAN TYP
» 2. ALL WELDING OF SHEAR CONNECTORS SHALL CONFORM TO THE LATEST EDITION OF "RECOMMENDED PRACTICES FOR STUD a|X SEE AT LEFT
~ WELDING" AND "STRUCTURAL WELDING CODE" PUBLISHED BY THE AMERICAN WELDING SOCIETY. Ol
Q 3. SHEAR CONNECTORS SHALL PROJECT A MINIMUM OF 1 3/4" ABOVE THE TOP OF THE METAL DECK AND SHALL BE HELD A Fl OPTIONAL: END —11/2" MIN
w MINIMUM OF 3/4" CLEAR FROM TOP OF THE CONCRETE SLAB. OF DECK "™ BRNG . FACE OF | >8 | Il FACEOF
~ 4. SHEAR CONNECTORS SHALL BE UNIFORMLY SPACED. USE NO MORE THAN ONE STUD PER RIB WHERE THE NUMBER OF SHEAR MAX FLANGE FLANGE
T CONNECTORS REQUIRED IS LESS THAN OR EQUAL TO THE NUMBER OF RIBS AVAILABLE. WHERE THE NUMBER OF SHEAR i
QO CONNECTORS EXCEEDS THE NUMBER OF RIBS AVAILABLE, PLACE ONE SHEAR CONNECTOR PER RIB FULL LENGTH OF BEAM. PLACE
X BALANCE OF SHEAR CONNECTORS IN EACH RIB BEGINNING AT THE SUPPORTS AT EACH END AND MOVING WF BEAM
< TOWARD MID SPAN UNTIL THE REQUIRED NUMBER OF SHEAR CONNECTORS ARE SUPPLIED.
Q 5. WHERE NOT INDICATED OTHERWISE, PROVIDE 3/4"@ SHEAR CONNECTORS AT 24"CC MAXIMUM SPACING AT ALL BEAMS
o RECEIVING METAL DECK AND CONCRETE .
< 6. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR REVIEW PRIOR TO INSTALLATION. m
3 DETAIL
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| | S S S S SN S S | | | | |
— CONC EQUIPMENT PAD OVER (E) CONC SLAB PER
6-AHU LOCATION, EXTENT & DIMS PER |ARCH
'L & MECH'L DWGS. COORD W/ EQUIPMENT
3200# W LAYOUT & LOCATIONS $3.01
N
r—\
@ ] 6-ACCH i ; ; ] @
1 /14,5704 M 1
— 6-HHP\ 280#
B 175# \ 141/ S E iy
S oSS S S 280# AL
S oSS S S @
1 ///// 1 1 1 1 1 1 1
CONC EQUIPMENT PAD.
LOCATION, EXTENT & x\ e 640#
DIMENSIONS PER ARCH'L S S S
& MECH'L. COORD W/ m 1/ @ 1atr#
CaUPIET AT oo T \z/
: S S T
S oSS S
S3.01 N
S S S
S oSS S S ANos s s s m—
oSS S S 175# JACCU\ A 6-AHU
| | 1A2 6-SSHX! 3350# | | AV A v aryayd W 2500# |
— rm—\
— D 6-FHEF, 75#
55# 6-FCU‘> \ 3
1A1 PARTIAL PLAN NOTES:
—_— T, INDICATES MECHANICAL UNIT PER MECH'L DWGS. GC SHALL
55# | /6-FCU) /6-AHU\ 1050% COORD WITH MECH'L DWGS FOR UNIT PLACEMENT AND
AT ) v Yavavd ANCHORAGE REQUIREMENTS PRIOR TO INSTALLATION, TYP.
¥ / \.1B/ 600# /ACCU
/
| | | | / | | | |
/ 2.  GC SHALL COORDINATE UNIT ANCHORAGE W/ MECHANICAL DWGS AND
MOUNTING PLATE AND/OR BRACKET REQUIREMENTS WITH THE UNIT OR
CURB MANUFACTURER PRIOR TO INSTALLATION.
CONC EQUIPMENT PAD OVER (E) CONC SLAB PER [ |6
LOCATION, EXTENT & DIMS PER ARCH <301 3. MECH'L CONTRACTOR SHALL SUBMIT LAYOUT PLANS WITH UNIT SIZES AND
'L & MECH'L DWG .COORDW/EQUIPMFNT - WEIGHTS FOR REVIEW BY THE STRUCTURAL ENGINEER PRIOR TO START OF
LAYOUT & LOCATIONS CONSTRUCTION.
4. INDICATES CONCRETE EQUIPMENT PAD. VERIFY PAD LOCATIONS
AND DIMENSIONS WITH ARCH'L AND M/E/P DRAWINGS. GC SHALL
COORDINATEUNIT LOCATIONS & ANCHORAGE REQUIREMENTS
PRIOR TO INSTALLATION, TYP.
[\J PARTIAL FOUNDATION PLAN — 1/8"=1-0"
B DIM PER MANFR. N
) ST TS ST TS ST S S S S S S S ST S S S S S S S S S S S S S S S S S S S S S S MECH'L EQUIPMENT
ST ST S S ST S ST ST S ST S S S ST S ST S S S S TS S S S S S S S S S S MOUNTED TO SKID
ST ST S S ST S ST ST S ST S S S ST S ST S S S S TS S S S S S S S S S S BY MANFR, SEE
SIS TS S ST TS S ST TS S ST TS S TS ST ST S S S ST S ST S S S S S S S MECH'L DWGS - DIM PER MANFR. -
SAAS ST ST ST S S TS S S S TS S S S S TS S S S TS S S S S S S ST S S S S S MAXWT PER PLAN
ST ST S S ST S ST ST S ST S S S ST S ST S S S S TS S S S S S S S S S S
BUFFER/EXPANSION
ST ST S S ST S ST ST S ST S S S ST S ST S S S S TS S S S S S S S S S S TANK PER MECHL
SAA ST ST S S S ST S S S S TS S S S S S S S S S S S ! ST S S S S S S S S S S S S DWGS
- DIM PER MANFR. - ST S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S MAX'WT PER PLAN
ST ST S S ST S ST ST S ST S S S ST S ST S S S S TS S S S S S S S S S S S S ST
AIR HANDLING/ _ SAA ST ST S S S ST S S S S TS S S S S S S S S S S S S S ST
CONDENSING UNIT o ST ST S S ST S ST ST S ST S S S ST S ST S S S S TS S S S S S S S S S S SIS S S S S S ST S S S S S
) S S S S S S S S S SSSSSSSSSS PER MECH'L DWGS Z ST S S ST ST S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S S ST S S S S S S S S S S S S S
NNy Y Y Y Y YYYY MAXWT PER PLAN S SSSTT ST TS ST TS ST S ST TS ST ST S TS S TSI S TS S S ST S S S S S S S S S s
SIS ST ST S ST S ST S ST S S S S S & SAA ST ST S S S ST S S S S TS S S S S S S S S S S S o S S ST
S S S ST S S S TS S S TS S S S S S S S ; ST ST S S ST S ST ST S ST S S S ST S ST S S S S TS S S S S S S S S S S L SIS S S S S S ST S S S S S
S S ST ST ST S S S ST S S S S S S a SAA ST ST S S S ST S S S S TS S S S S S S S S S S S < ST S S S S S S S S S S S S
o ST S TS S S ST S S S S S S S S S S S ST S TS ST S TS TS S TS S ST S ST S TS S S ST S S S S S S S S S S S S S > S S ST
5 ST S TS S S ST S S S S S S S S S S S ST ST ST ST TS TS ST ST S TS ST S S ST S TS ST S S S S S S S S S S S S S N S S ST
< S ST S S S S S S S S S S S S S ST ST ST ST TS TS ST ST S TS ST S S ST S TS ST S S S S S S S S S S S S S = ST S S S S S S S S S S S S
x ST S S S S S S S S S S S S S S S S S S S 5/80" SS A307 THRU ST S TS ST S S ST ST ST S S ST S S ST S ST S S S S S S S S S S S S S S S S S o S ST S S S S S S S S S S S S
o SIS TS ST TS SIS S ST S S S S S BOLT TYP @ PRE- ST ST ST ST TS ST ST ST S ST S S ST S S S SIS S S S S S S S S SIS ST S TS SSSSSSS
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